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C. This Supplemental Agreement IsEntered Into Pursuant To Authority Of: Mitual Agreenent

HENN.

D. Other (Specify type of modification and authority)

E.IMPORTANT: Contractor I:' isnot, isrequired to sign thisdocument and return copiesto the I ssuing Office.

14. Description Of Amendment/M odification (Organized by UCF section headings, including solicitation/contract subject matter where feasible.)

SEE SECOND PAGE FOR DESCRI PTI ON

Except as provided herein, all terms and conditions of the document referenced in item 9A or 10A, as her etofor e changed, remains unchanged and in full force
and effect.

15A. Name And Title Of Signer (Typeor print) 16A. Name And Title Of Contracting Officer (Typeor print)
JOHN REGENHARDT

REGENHAJ @TACOM ARMY. M L (586) 574- 6973

15B. Contractor/Offeror 15C. Date Signed 16B. United States Of America 16C. Date Signed
By / SI GNED/ 2004AUGL3
(Signature of person authorized to sign) (Signature of Contracting Officer)
NSN 7540-01-152-8070 30-105-02 STANDARD FORM 30 (REV. 10-83)

PREVIOUSEDITIONSUNUSABLE Prescribed by GSA FAR (48 CFR) 53.243



Reference No. of Document Being Continued Page 2 of 15

CONTINUATION SHEET
PIIN/SIIN DAAEO7- 01- G N0O1/ 0010 MOD/AMD 09

Name of Offeror or Contractor: GENERAL DYNAM CS LAND SYSTEMS | NC.

SECTI ON A - SUPPLEMENTAL | NFORVATI ON
1. The purpose to this nodification is to do the follow ng:
a. Add CLIN for DGM cl ai ns.
b. Authorized the contractor to performcontrol tests and FAT on GFM breakback itemns.
c. Add the Color Display Interface Mddule to Attachment 006.
d. Add ECP's to Exhibit B.
e. Add FAT/Control Test List to Attachnent 006.
2. Page B13(c) is added to this contract for future DGM clainms nmade by the contractor.

3. The contractor is authorized to performcontrol tests and FAT on GFM breakback itenms in accordance with Section C. 16.1. Page C7 is
del eted and replaced by the attached identically nunbered page.

4. The Color Display Interface Mdule has be added to Attachment 006. Page 2 of Attachment 006 is del eted and replaced by the attached
identically nunbered page.

5. ECP's GDLU6350, GDLU6321, and GDLU6254 are added to the contract. Page 2 of Exhibit B is deleted and replaced by the attached
identically nunbered page.

6. The FAT/ Control Test Lists are added to Attachment 006. Pages 2 and 4 are added to the contract.

7. The funded anmpbunt of the contract and the ceiling price are neither increased or decreased as a result of these changes to the
contract.

8. Al other terms and conditions of the contract remain unchanged and in force and effect.

*** END OF NARRATIVE A 010 ***
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SECTI ON C - DESCRI PTI OV SPECI FI CATI ONS/ WORK STATEMENT
C1 Gener al

C.1.1. The MLA2 Production Programis designed to upgrade MLA2 Tanks, Abrams 16th, 17th and 18th Year, to attain the upgraded
operational characteristics of a MLA2 SEP Abrans Upgrade Tank with Continuous El ectronic Enhancenment Program (CEEP) Line Repl aceabl e
Units. To achieve that end, selected enhancenments/ECPs will be incorporated into MLA2 tanks inducted into the program Wth the
exception of the new CEEP conponents and the Block | 2nd Generation FLIR tanks delivered under this contract will be simlar, but not
identical, to new production MLA2 SEP tanks produced under contract DAAEO7-01- G NOO1/0003. As a secondary objective, inducted tanks wll
be restored as nearly as possible to original or new condition in appearance, performance and |ife expectancy, acconplished through

di sassenbly, inspection of all conponents and repair/replacenment of worn or unserviceable itenms using original manufacturing tolerances
and specifications as further defined in this scope of work. To rebuild the tank to "like new' condition will increase readiness and
reduce Operations & Support (O&S) cost.

C.1.2. The programw || utilize the expertise of both the Arnmy depot system and the Contractor. The Contractor, as an independent
contractor and not as an agent of the Governnent, will overhaul suspension conponents, assenble chassis and turret, performvehicle and
systemtesting, refurbish and upgrade certain common conponents, integrate SEP uni que Line Replaceable Units (LRU), and paint, prep at
Lima Arny Tank Plant (LATP) and | oad vehicles on Governnent furnished rail cars. The contractor, teaming with ANAD, shall upgrade 16th,
17th and 18th year MLA2 AUT's to neet essential operational characteristics of MLA2 SEP/ CEEP tanks.

C1.3 The contractor shall also provide deprocessing and total - package-fielding (TPF) services and material for each
squadron of the 3rd ACR

C. 2. SYSTEMS RESPONSI BI LI TY AND CONFORVANCE W TH SPECI FI CATI ONS

C 2.1. Under this contract, the contractor has total systems responsibility to assure that the integrated MLA2 SEP/ CEEP system neets
the systemspecification (C.2.2), prime itemfabrication specification (C. 2.4), LRU product fabrication specifications (C. 2.5),
transm ssion requirements (C. 2.6), and Interface Requirements (C. 2.7) as described below. The contractor shall upgrade the MLA2 AUTs
provi ded by the Government to the MLA2 SEP with the CEEP LRU Bl ock | 2nd Gen FLIR TDP baseline defined at Section C 3.1. The
Governnment' s nmeans of evaluating vehicle performance will be through First Article Tests, the Final |nspection Record (FIR), vehicle
control tests, and the Follow on Vehicle Verification Testing (described in Section E).

C.2.1.1 This programw || produce a vehicle as nearly as possible to original or new condition in appearance, performance, and life
expectancy through conpl ete di sassenbl e, inspection of all conponents, and repair/replacement of worn or unserviceable itens using
manuf acturing tol erance and specifications. The contractor shall acconplish the upgrade required by C. 2.1 by utilizing a conbination of

new conponents, refurbished conponents, and GFM

C.2.1.2 The contractor responsibility for conpliance of the MLA2 SEP/ CEEP systemwi th the contract specifications does not include the
fol | owi ng:

(a) Government Furnished Material (GFM those itens on Attachnent 001)

(b) conponents provided by Anniston Arny Depot (ANAD)(except for any contractor-furnished material contained within those
conponents) ;

(c) use-as-is items, which are referred to as reclained-in-assenbly itenms in the GDLS/ ANAD wor kshare agreenents;
(d) pre-existing system specification non-conformances that are identified in Attachment 010 and Attachment 011; and
(e) all previous Contracting O ficer approved waivers or deviations are incorporated by reference.

This does not relieve the contractor of his obligation under total systems responsibility, as defined by Section C, to work with the
appl i cabl e Government organi zation(s) to proactively assess and recommend solutions to elimnate potential GFMissues, and/or recomend
corrective action plans for problenms discovered during FlIR- acceptance, vehicle-control, and followon Vehicle Verification Testing.
If the Governnent determines that the failure to neet any of the specifications was a result of any of C.2.1.2 (a) (e) above, the
Governnment shall be responsible for the corrective action. Any Governnment determ nation of responsibility for corrective action is
subject to the Disputes clause of the contract.

C. 2.2 System Specification Conpliance and Performance Responsibility

C.2.2.1 The contractor shall neet all perfornmance requirenments of the MLA2 SEP System Specification SA-SA0001C, dated 31 July 1998 with
the exception of C.2.1.2. (a) through (e) above and C. 2.2.2 bel ow

C.2.2.2 The parties recognize that there are three non-recurring design projects, CEEP, the integration of the Block |I Inprovenent to
the 2Gen FLIR and the replacenent of the | FCEU DPC and APC cards that are underway concurrently under Systens Technical Support (STS)
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Contract DAAEO7-01- C- NO75.

The Governnent will continue to fund the design and test of CEEP, the integration of the Block I Inprovenent to the 2nd Gen FLIR and
the I FCEU (DPC and APC cards) under the STS contract. Upon successful conpletion of appropriate tests as defined in H 5.1.13, the
contractor is conpletely responsible under this contract for the CEEP, Block | integration, and | FCEU DPC and APC integrati on nmeeting
this system specification with the exception of C. 2.1.2 (a) through (e).

C. 2.2.2.1 Integration of Block | Inmprovenment to 2nd Gen FLIR
a. The contractor is not responsible under this production delivery order for the integration of the Block | inprovenent neeting the

following requirements of the systemspecification until full conpliance has been denonstrated in systemtesting of the integration
desi gn under STS Contract DAAEO7-01- C-NO75:

System Speci fication Paragraph 3.1.6.2.10 Second Generation FLIR
Syst em Speci fication Paragraph 3.1.6.2.10.1 (Reserved)

System Speci fication Paragraph 3.1.6.2.10.2 TIS

System Specification Paragraph 3.1.6.3.3 CITV/TI'S Provi sions
System Speci fication Paragraph 3.1.6.3.3.1 Mechanical Interface
Syst em Speci fication Paragraph 3.1.6.3.3.2 Processing Resources
System Speci fication Paragraph 3.1.6.3.3.3 Displays

b. If the testing of the integration does not denpbnstrate full conpliance and the Government elects not to fund the correction of the
design, the contractor is responsible under this production delivery order for providing and maintaining the same | evel of conpliance
with the above requirenents denpnstrated in test.

c. The Government will fund the STS contract, provide GFM and conduct the systemtest.

d. After successful conpletion of the above testing, the only Block I-integration costs the Governnent will fund under the STS contract
are those to conplete the |ogistics docunentation of the baseline design.

C 2.2.2.2 CEEP.

a. The contractor is responsible under this contract for the new CEEP conponents neeting the requirenments of the system specification as
descri bed bel ow.

b. The Governnent shall be responsible under STS Contract DAAEQO7-01-C NO75 for the non-recurring design and testing necessary for the
six new CEEP LRUs to neet the requirements of the system specification.

c. CDLS shall be responsible under this production delivery order for the production hardware costs of the six CEEP conponents -
including any hardware rework or replacenment - required to nmeet the requirenments of the system specification.

d. If the testing of the requirenents is not successful and the Government elects not to fund the correction of the design, the
contractor is responsible under this production delivery order for providing and maintaining the same |level of conpliance with the

requi rements of the system specification denonstrated in test.

e. The Governnent will fund the STS contract (including conponent-level qualification test) and conduct the systemlevel test of the
CEEP conponents.

C. 2.3 Followon Vehicle Verification Testing.

C 231 Fol I ow-on Vehicle Verification Testing shall be perforned by the Governnent in accordance with E. 11

C 232 The contractor shall refurbish all selected test vehicles prior to deprocessing and final inspection at the fielding
site. If any GFMitens identified on Attachment 001 are required for the refurbishnent, the Government shall provide them The sel ected
refurbi shed test vehicles shall neet Part Il of the SPAID as required in Section E.

C.2.4 Prinme |Item Fabrication Specification
The MLA2 tanks upgraded to the MLA2 SEP/ with the CEEP LRU tank configuration shall conply with the Prinme Item Product

Fabrication Specification for the Tank, Conbat, Full-Tracked, 120MM Gun, SC- SA10010, Rev. F, dated 23 April 2002, and Contracting
O ficer approved changes, waivers, and deviations.

C. 2.5 LRU Product Fabrication Specification
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LRUs supplied by the contractor, either new, SEP refurbished or upgraded to the MIA2 SEP with the CEEP LRU configuration, shall
conply with the LRU Product Fabrication Specifications listed in Attachment 003 as denonstrated by Government and Contractor testing
conpl eted as of the date of execution of this contract, or as nay be amended by conpletion of additional testing and docunentation by
future test report(s) and endorsed by a Contracting O ficer approved Change to this contract. Until a LRU Product Fabrication
Specification performance |level is denonstrated, the Contractor may approve changes to the LRU Product Fabrication Specification by
Request for Wiiver/Request for Deviation (RFWRFD). Upon denpnstration that the LRU neets its Product Fabrication Specification or
determ nation of the level of conformance to the Product Fabrication Specification, the Contractor nust have approval of the Procuring
Contracting Officer to | ower the denonstrated performance of the LRU.

C26 FORMER GFM CONVERTED TO CFM

C.2.6.1 The contractor shall provide as CFMthe itens |isted bel ow. These conponents provided by the contractor shall maintain the sane
I evel of performance provided by the Governnents version of these conponents when they were provided to the contractor under DAAEO7-01-G
NO01/ 0009 as GFM I f refurbished, the contractor shall refurbish the itemto the sane standard as the GFMitem under DAAEO7-01-G

NOO1/ 0009.

TRANSM SSI ON
GAS

GIR

ELRF

C26.2 Al transmi ssions provided to the contract shall have a serial nunber ending with a suffix U signifying a previous upgraded
transm ssi on.

C.2.6.3 The Contractor shall elimnate tin fromstripped conductor (wire) ends that are crinped in the assenbly process on the Control
Har ness Assenbly PN 12288096 and the Brake Harness Assenbly PN 12321951.

C.2.7 Interface Requirenents

C.2.7.1 The MLA2s upgraded to the MLA2 SEP with the CEEP LRU configuration shall conply with the Governnent Furnished Sel ective
Availability Anti-Spoofing Mdule (SAASM to the extent denpnstrated regarding the required Form Fit and interface requirenents.

C.2.7.2 The MLA2s upgraded to the MLA2 SEP with the CEEP LRU configuration shall conply with the Interface Control Docunment for the
FBCB2 Platform | CD (v3.5) JVIF01011, Rev E-1, dtd 29 April 2002 to the extent denpnstrated and docunmented in Government and Contractor
testing.

C.2.7.3 The MLA2s upgraded to the MLA2 SEP with the CEEP LRU configuration shall conply with the Formand Fit requirenents necessary to
enabl e Abrams System functionality with the Single Channel G ound Airborne Radi o System (S| NCGARS) RT-1523E(C), and the Enhanced
Position Location Reporting Systenm Very High Speed Integrated Circuit (EPLARS/VHSIC) to the extent denpnstrated and docunented in
Government and Contractor testing.

C.2.7.4 The MLA2s upgraded to the MLA2 SEP with the CEEP LRU configuration shall conmply with the follow ng Interface Control Docunents
(1CD) for the Block | Inprovenent to the 2nd Generation FLIR

a. CITV I CD, #12987750, Date 6 Apr 2004

b. TIS ICD, #12987745 Date 6 Apr 2004

c. B-Kit |CD #A3298946, Date 5 Apr 2004

C. 2.8 Software Corrections.

a. The Government will fund under STS Contract 01-C NO75 the non-recurring design and test of SWVersions 3.6.0 and 4.0.1. Upon
successful conpletion of this testing, the contractor shall be responsible for the contract specifications except for pre-existing STRs
(see Attachment 011). |If the software does not denonstrate full conpliance and the Governnment elects not to fund the correction, the
contractor is responsible under this production delivery order for providing and maintaining the same |evel of conpliance denonstrated
in test.

b. For contractor SWchanges and corrections, the contractor shall performall necessary testing of the software change/correction and
shal | docunent his changes/corrections by providing under this contract all of the software documentation required by STS contract
DAAEO7-01- C-NO75 for software changes. Furthernore, contractor software changes and corrections require a safety release of the new
software by TECOM prior to fielding the tank to user units, and the contractor is responsible for paying for the testing including all
TECOM costs. |f the Governnent is concurrently performng systemtesting of and docunenting its own software changes, the contractor
may pi ggyback the systemtesting and docunmentation of his changes and corrections on those of the CGovernnents (i.e. the contractor does
not have to pay these nonrecurring costs in this case) provided that this will not delay or interfere with the Governnments schedul e.

C. 2.9 Contractor Changes: Technical Data. The contractor shall docunent all contractor corrections and changes to the baseline hardware
and software by devel oping and delivering to the Government the data and docunentation required by C. 22.
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C3 Engi neering Rel ease Record

C. 3.1. The inducted vehicles are the MLA2 Abrans 16th, 17th and 18th year vehicles. The MLA2 SEP technical baseline is that described
in Exhibit B (GDLU6330, dated: 14 April 2004), and nodified by the Engineering Change Proposals and Contractor approved Change Requests.
The technical baseline also includes the changes necessary to integrate the Governnent-provided Bl ock | 2nd Generation FLIR and the
AEGR SAASM

C.3.2 The software technical baseline is Version 3.6.0

C 4 Reserved

C. 5. CONFI GURATI ON CONTRCL

C.5.1. The Governnent shall be notified electronically of all proposed Contractor changes, which includes waivers and devi ations. Any
changes reduci ng denpnstrated performance of the LRU Product Fabrication Specifications listed in Attachnent 003 or inpacting system
supportability, field test equipnment or |ogistics support products may be di sapproved by the Procuring Contracting O ficer within 10

wor ki ng days after electronic notification of the proposed Change. The Contractor is to FLAG these ECP/CRR RFWRFD s requiring Procuring
Contracting Officer approval with a distinct COVER PAGE/ el ectronic NOTICE in accordance with data item A002 DD Form 1423.

C.5.2. Contractor RFD/RFW to Governnment configuration controlled itenms listed in Clause C 2.2 of BOA DAAEO7-01- G NOO1 require TACOM
Contracting O ficer (PCO approval unless specifically delegated. These RFD/ RFWs shall be submitted to the PCO in accordance with CDRL
A002 of this Delivery Order. The Contractor is to FLAG these ECP/ CRRRFWRFD s requiring Procuring Contracting O ficer approval with a
di stinct COVER PAGE/ el ectronic NOTI CE.

C.5.3 Any changes devel oped under this contract by the contractor as corrections (C.2.8 and C.2.9) or in accordance w th del egated
responsi bility for configuration managenent in paragraph C.5.1 that are identified as contractor Change Requests shall be conpleted
under this contract. This includes the preparation and delivery of all engineering, software, quality-assurance, packaging, and

logistics data for contractor corrections and contractor changes (Change Requests) required by C. 22.

C. 5.4 Incorporation of Government ECPs into vehicles at other than job #1 shall be recorded and reported to the Government in accordance
with data item AO0O3 DD Form 1423, Exhibit A of the Contract entitled ENG NEERI NG ACCOUNTI NG and ENG NEERI NG RECORDS ( ECAR).

C.5.5 Wien a waiver or deviation is issued and authorized for a new part nunber being utilized in the reclamation process, the new part
nunber - aut hori zi ng docunment is valid coverage for usage in the reclaimed conponent. No other document need be generated.

C. 5.6 Wen a MLA2 SEP production waiver or deviation is authorized for a production LRU base part, for purposes of this contract, the
correspondi ng recl ai mred manufacturing desi gnated part nunber (base + S-18 suffix) shall be authorized. No other document need be
gener at ed.

C. 6. VEHI CLE PAINT COLOR

C.6.1. The vehicle shall be painted TAN 686A Col or Chip No. 33446 of Fed-STD 595.

C.7. FUEL AND LUBRI CANTS
C.7.1. Fuels and lubricants used for vehicle break-in and acceptance tests shall be as set forth bel ow

C.7.2. Fuel, JP-8, ML-DTL-83133, NATO Code No. /G ade F-34 (JP-8) or equivalent. The contractor is authorized to add a |eak detector
to the fuel provided the leak detector is of a non-staining type.

C.7.3. GI.

a. Transm ssion/Final Drive Ol M L-PRF-21260

b. Engine O/ Lubrication High Tenperature Stability (HTS) M L-PRF- 23699 O ass HTS
c. Shock Absorber Q1 ML-PRF-23699 Cass HIS or T |

C. 8 Reserved.

C. 9 VEH CLE WVEI GHT MANAGEMENT

C9.1. The Contractor shall weigh one vehicle as produced in its "as produced" configuration, excluding Basic Issue Itens (Bll). The
Contractor shall maintain a record of that weight. The record shall include the amount of fuel in each cell as indicated on the fuel



Reference No. of Document Being Continued Page 9 of 15

CONTINUATION SHEET
PIIN/SIIN DAAEO7- 01- G N0O1/ 0010 MOD/AMD 09

Name of Offeror or Contractor: GENERAL DYNAM CS LAND SYSTEMS | NC.

gauge and list "ship short" itens.

C.9.2. Noti fication of weighing shall be provided to the Governnment in sufficient time to allow a LATP Quality Assurance Gover nnent
representative to be present.

C. 10 PULL TEST, RUBBER BONDI NG

C.10.1. Certain installation drawings call out a pull test on rubber bonded itens during assenbly operations. These tests will not be
made due to the destructive nature of the test. In lieu thereof, a laboratory test coupon/specimen will be utilized for each lot of
adhesive received to test the application of the adhesive.

C 11 PASSI VATI ON SPECI FI CATI ON

C.11.1. The substitution of Passivation Specification ASTM A380 or ASTM A967 for AMS-QQ P-35, for passivation of corrosion resistant
steel, is authorized on an as required basis.

C 12. VELDI NG AND BRAZI NG

C 12.1. el di ng of arnor steel shall be performed in accordance with Specification SD X12140 or M L-STD 1941 and applicable weld
procedures. Suggested wel ding techni ques not described as mandatory in the specification/welding procedures shall be considered
optional .

C 12. 2. Repair of welds for defects on arnor steel plate shall be performed per SD-X12140 and for Cass C defects on arnor steel
castings per Appendix B ML-A-11356, SD X12140 and applicabl e wel di ng procedures.

C 12.3. Repair of vendor wel dments on ferrous and non-ferrous netals shall be performed per applicable specifications or Contractor's
approved repair procedures.

C. 12. 4. el di ng Wought Al um num Arnor shall be perforned per Specification ML-STD 1946 or, applicable, M L-W45206.

C. 12.5. In the interest of elimnating redundant wel ding qualifications and/or procedure approvals for contractor personnel or
suppliers, the Contractor is authorized to waive qualifications and /or procedures approvals otherw se required under this contract if
its personnel or suppliers have been qualified or have procedure approval s under other DOD or Governnent approved wel ding specifications
that neet or exceed the requirenments under this contract. Qualified suppliers are those suppliers that have successfully passed Quality
or First Article Testing under this Delivery Order or another Covernnent contract where there has not been a break in production. |If a
supplier is performing to an equivalent or higher quality specification than that called out in this Delivery Order the contractor is
aut horized to waive the lower quality specification.

C.12. 6. The contractor shall be responsible for all welding process approvals (procedures, sanples, etc.) in accordance with the
Contractor's approved Quality Program

C.12.7. Wth regard to all welding specifications, visual weld inspection shall be performed in accordance with SD X12140D.
C.12.8. Wl ding procedures that require Government approval by the applicable specification shall be approved instead by the Contractor.

C.12.9. Soldering shall be in accordance with either M L-STD 2000A, TACOM sol dering process specification 11655194, ANSI/J-STD 001A or
ot her commerci al soldering standards with the contractors approval.

C.12.10. Wth regard to all welding specifications and standards, the follow ng statenent applies:

If joint configuration, weld process, and naterials have not changed then previously submtted and accepted ballistic test sanples,
wor kmanshi p speci nens, and wel der qualifications under the applicable qualification requirenments of welding specifications SD X12140,
M L- STD- 1261 and M L-W 45206 are applicable.

C. 13. SCOPE OF WORK - Production of 16th, 17th, & 18th Year Vehicles
C 13.1 MLA2 | nductions AT ANAD

C.13.1.1. ANAD will receive vehicles in as-is, but conplete condition, renove turrets & disassenble hulls and turrets, clean, and

eval uate inducted vehicles for any mssing itenms which are required for refurbishment or upgrade. The CGovernment will be responsible
for providing any needed missing items. ANAD will inspect inducted vehicles and utilize established safety and environnental protection
procedures. The contractor shall ship conmponents (Attachment 004) for refurbishnent to the reclaimsites described in the contractor's
GDLS 16th, 17th and 18th year parts |isting workshare document and ANAD will refurbish the turret, hull, cannon, engine, and final drive
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at ANAD and ship the bal ance of the conponents. The GDLS/ ANAD wor kshare agreenents, in accordance with the Contractor's letters MPA 03-
1389, 16th Year Retrofit Wirkshare Plan Rev. D dated 9/26/2003, and MPA 03-1516, 17th Year Initial Release and Revision C 18th Year are
incorporated into this contract by reference.

C.13.1.2. The Contractor shall renove, "grind off" the old serial nunbers and registration nunbers fromall SEP Retrofit vehicles.
C 13. 2. Di sassenbly of MLA2s

C.13.2.1 Disassenbly: ANAD wi || disassenble the tank, and ANAD and the Contractor shall disassenble all conmponents in accordance with
the intent of accepted CGovernment TMs, DWMARs and/or Contractor procedures.

C.13.2.2 Disposal: The Government will provide disposition instructions for all itenms renmoved fromvehicles that are determ ned to be
unusabl e using existing ANAD and Contractor disposal procedures. Packaging, crating, handling and shipping costs will be authorized in
accordance with provisions B.4. and B.5. The Government will provide any required specialty containers required for such shipnments. The
Contractor shall dispose of scrap material | AWthe applicable manufacturing operation/instruction sheet(s).

C. 13. 3 Refurbi shment and Re-use.

C.13.3.1 ANAD will disassenble the vehicles and will renpve all conponents, except for arnmor. ANAD and the Contractor shall disassenble
components deened reusabl e and shall clean, paint, nodify as necessary, reassenble, inspect, and reinstall them The conponents that
ANAD wi | | refurbish are indicated in the contractor's LATP 16th, 17th and 18th year parts workshare |isting docunent by "ANAD' in the
"Reclaim Site" colum.

C.13.3.2 ANAD will transport refurbished conponents that it has refurbished to LATP while GDAO wi |l transport other conponents
(Attachnent 004) requiring upgrade by the Contractor and its suppliers back to the appropriate facility. ANAD will inspect and refurbish
the gun tubes on all inducted vehicles.

C 13.4 Assenbly of Production SEP/ CEEP Vehicl es at LATP

C.13.4.1. The Contractor shall assenmble GFM conponents ("use-as-is (i.e., reclained-in-assenbly) and refurbished) received from ANAD,
contractor furnished material, both new and refurbished and Governnment Furnished Material (GFM, both new and refurbished, to upgrade
the inducted MLA2 tank into a |ike new MLA2 SEP/ CEEP t ank.

C.13.4.2 The Contractor shall also prep and | oad shipnments of conpleted MLA2 SEP/ CEEP t anks.

C. 13.5. Covernnent Furni shed Material:
C.13.5.1 GFMfor the 16th, 17th and 18th year vehicles is |listed on Attachnent 001.

C.13.5.2 GFM Germani um W ndows. The Governnent shall provide used Germani um w ndows to the Contractor for use in manufacture of MLA2
Retrofit SEP/ CEEP tank Germani um Wndows Retrofit. The quantities to be provided are 1.2 reclai nabl e Ger mani um wi ndows for each
deliverable vehicle or a total of 78 each germani um w ndows for 65 each deliverable vehicles, part number: 12466940 recovered from M
tanks. If any additional Germaniumis needed to conplete the Contract, the contractor may request additional GFM Ger mani um W ndows to
fill the shortage.

C 13.6 Parts Support

C.13.6.1 The contractor shall furnish all material (not provided by ANAD and GFM required by ANAD in accordance with ANAD s required
delivery dates necessary to refurbish its pieces and conponents including those identified 'drop out' quantities on refurbished
conponents. Part requirements will be defined through the |ist of materials to be procured for Anniston Arnmy Depot as referenced in
Bills of Material 16th Year ANAD DROPOUT_Rev N, dated 3/24/04 and TBD for 17th & 18th Years ANAD Dropouts. However, the Contractor is
not required to provide any material for ANAD to either refurbish or replace G-M conponents, the cannon, and the main gun nount
assenbly. ANAD shall, by thirty (30) days after contract award, provide the Contractor a nmutually agreeabl e delivery schedule
identifying what parts will be required and when the parts will be required. Parts procured under this contract and provided to ANAD
shall be used on this programonly. The Contractor agrees to cooperate with Anniston Arny Depot to purchase and provide the list of
materials to neet the ANAD schedul e.

C.13.6.2 In the event that any material the Contractor requires is no |longer being produced by any of GDLS subcontractors or is
ot herwi se not available within allowable lead times, the Contractor is authorized to purchase this material fromthe Governnment Supply
System subj ect to the Item Managers approval .

C.13.6.2.1 Anniston Manufacturing Responsibility. For production of these vehicles, Anniston Arny Depot will provide the follow ng G-M

Part Nunber Item
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12528312 Bore Evacuat or
12529685 Handl e

12529532 Cap, Contact
12529570 Contact Pin Assenbly

C.13.6.3. In the event that any naterial provided to the Contractor by the Governnment is found to be unusable, it is Governnent's
responsibility to replace / repair the unusable conponent.

C.13.6.4. The contractor is authorized to ship parts to and from ANAD under this and any other of the Delivery O ders under DAAEQ7-01-G
NOO1 in a single shipnent.

C.13.7 Inventory Control System (1CS) at ANAD

C.13.7.1 The contractor shall inplement an Inventory Control System at ANAD for the material provided to ANAD by the contractor. The
I CS shall be responsible for the receipt of material, storage, warehousing in a Government provided building and shall track the pick
issued material and distribution to ANAD.

C.13.7.2 The contractor shall conplete his inplenentation of the ICSwithin 4 nonths of the Governnent provided buil ding being provided
at ANAD. The contractor is responsible for facilitizing the Government provided building.

C 14 Pol l ution Prevention Plan and Environnmental Requirenents

C.14.1. The contractor's activities under this contract shall be in accordance with the Contractor's approved Pollution Prevention Plan,
which is incorporated into this contract by reference.

C. 15 Contract Data Requirenents

The Contractor shall prepare technical data and financial reports in the fornat and scope specified and furnished with the Contract Data
Requi renents List, DD Form 1423 (Exhibit A). This information shall be furnished in accordance with the requirenents, quantities and
schedul es set forth in the Electronic Contract Data Requirenment List. Al data, including ECARDS data, is to be submitted electronically
to the Governnent, reference FAR 52.204-4009 (TACOV) MANDATORY USE OF CONTRACTOR TO GOVERNVENT ELECTRONI C COMMUNI CATI ON JUN 1999, unl ess
specifically directed otherwise in the data item

C. 16 First Article Test (FAT) Requirenents

C.16.1 The Contractor has included in his ceiling price FAT costs for Transm ssion, ELRF, GAS, and GTR The contractor shall perform
control tests on the Gunner's Auxiliary Sight and the Gun Trunnion Resolver and a non destructive tailored FAT on the Transm ssion
(Endurance of 150 hours) for the basic quantity of 65 vehicles. For the option quantity of 64 vehicles the contractor shall performa
control test on the Eyesafe Laser Rangefinder.

C. 17 Reserved.
C. 18 SOFTWARE LI CENSI NG

C.18.1 The contractor shall be responsible for acquiring Production Software Licensing and any ancillary support equipnent for all
Abrans vehicles under this contract. The Government shall be given Government Purpose rights. The termancillary support equiprent
includes, but is not limted to, training equipnent, test equipment, and software | oader/verifiers. Licenses to be purchased from BAE
System Seaweed, and Radstone.

C. 19 DEPROCESSI NG/ TOTAL PACKAGE FI ELDI NG

C 19.1. The contractor shall assist the USG as contractually required in the preparation, coordination, revision, approval, and
inmplementation of a New Materiel Introductory Briefing (NMB), Material Fielding Plan (MP), Material Fielding Agreenment (M-A) and
Detailed Fielding Agreenent (DFA), Material Requirements List (MRL) scrub, a site survey, and during fielding coordination. The

Meror andum of Notification (MON) will be prepared by the USG and the USG will provide a Fielding Schedule. The USG is responsible for
negotiations should the proposed sites be unacceptable. Obtaining facilities for deprocessing and fielding will be the responsibility of
the USG

C.19.2 The contractor shall obtain docunment nunbers fromthe PM Conbat Systens docunent register for each package as required.

C.19.3 TPF Itens. The contractor shall provide at time of hand-off all Total Package Fielding (TPF) itens to include: Authorized

St ockage List (ASL), Prescribed Load List (PLL) items (Attachment 007) (Note Attachment 007 will be updated by definitization. The
itenms listed in the attachnent represent the present, non-CEEP SEP Tank production configuration. If the 3rd ACR configuration has a new
version of these itenms (e.g., CEEP, Block | Inprovenent to the FLIR), the contractor shall provide the new version of the itemin the
quantities specified.), Technical Mnuals, Conponents of End Item (COEl) (Attachment 008), and the End Item |If material is no |onger
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avail able froma vendor or is not available within the required | eadtinmes, the contractor may, subject to the conditions in C 13.6.2 and
H. 19, buy itens for the above fromthe USG supply system The Governnent will provide STTE (identified in Attachment 009), which the
contractor will include in the TPF package.

C.19.4 The contractor shall assenble TPF itenms prior to issue. The contractor shall notify the Basic |Issue Itenms (Bll) Refurbishnment
Program at Canp Shel by, MS of the date Bll is required at the fielding site and the quantity required.

C.19.5 The contractor shall establish and maintain all information, docunments, associated reports and/or automated databases relative to
the TPF process for the duration of the contract. The contractor shall obtain requisition status fromthe Logistics Information Data
Base (LI DB)

C.19.6 If the contractor elects to order fromthe Governnent supply system he shall submt AOA transactions to the whol esal e supply
system through DAMES to initiate requisitions for the materiel from government sources. The contractor shall nonitor TPF package
bui | dup and shall provide the USG access to TPF status reports.

C.19.7 The contractor shall update their TPF package database and generate Wapon System Package Hand Receipts to support Unit Set
Fi el ding. The contractor shall prepare a call forward letter for the TPF package in advance of the required delivery date (RDD).

C. 19. 8 Reserved.
C. 19. 9 Reserved.

C.19.10 TPF material will undergo a joint inventory and inspection for count and condition during the hand off. Discrepancies will be
noted on the applicable USG forns. The contractor shall generate the appropriate Custoner Docunentation Package to transfer equi pnent
accountability to the gaining unit and close out the supply systems transactions. The contractor shall assist the gaining unit with the
processing of the Customer Docunentation Package.

C.19.11 The contractor shall occupy and establish operations at the fielding site to receive tanks and begin the deprocessing of those
tanks. The contractor shall be responsible for the off-loading of all tanks arriving at the fielding site in a tinely nanner so as to
avoi d denurrage charges. The contractor is responsible for the novenent of the tanks fromthe site of receipt to the deprocessing site.

C.19.12 Final Inspection Prior to |Issue. The contractor shall downl oad software 4.0.1, deprocess vehicles and nmake them ready for
issue. A final Quality Assurance (QA) inspection shall be conducted by the contractor and witnessed by the Government within a week
before issue of the vehicle to insure that the vehicle continues to neet the inspection criteria of the SEP Deprocessing Checkli st
(Attachment 012) and is able to be issued in that condition. Al vehicle subsystenms, communications, shall be checked out and
determined to be fully operational during deprocessing and final QA The contractor shall support an S/I1C3 Connectivity check to be
performed by unit personnel on MLA2 SEP tanks to include an Upper Tier (Battalion to Conpany Commander |evel). The contractor shall
clean all vehicles, both inside and out, prior to issue of the vehicle. No earlier than 30 days prior to issue, the contractor shall
conduct borescope, recoil exercise, bore sight, and plunb and synchronization of the gun tube as well as Arnmy O | Analysis Program
sanpling. Docunentation of these checksshall be recorded and mai ntai ned onDA Form 2408-4 (\Weapons Record Data Card) and DA Form 2026
(Gl Analysis Request) in the vehicle equipnment record folder for presentation to the gaining unit on the day of issue. The basis of
final Government acceptance of the vehicle via DD 250 shall include acconplishing all of the above tasks.

C.19.13 The contractor shall issue tanks in squadron sets with conpany sized sets of vehicles issued consecutively. Bll, Operator's
Manual s, STTE and PLL for the receiving unit shall be issued on the same day as tanks are issued.

C.19.14 BlIl. The contractor and the assigned tank crew will conduct a joint inventory of each Bll box for accountability and
serviceability. The contractor shall provide previously prepared Hand Receipts for the tank crews and unit supply personnel to conduct
the joint inventory. The contractor shall fill out a Report O Discrepancy (ROD) to Rock Island Arsenal (RIA) for MLA2 SEP BI |

short ages/ unservi ceabl es.

C 19.15 Parts Support Through TT VIII Training. The contractor shall provide all repair parts and the labor to install those parts
through the day of tank issue. The contractor shall continue to provide repair parts only for itenms which fail as a result of nornal

wear and tear through the conpletion of Tank Table VI1I (TT VIIl). The contractor shall also repair conponents at the fielding site
through the use of a DSESTS to be provided by the USG The contractor shall conduct a joint closeout DA 2404/5988E upon conpl etion of
TTVIII for the MLA2 SEP tank. This close out documentation will establish any final parts owed the unit based on quantities of parts

consunmed during the fielding process.

C.19.16 The contractor shall develop and maintain a matrix detailing configuration of each tank and as that configuration changes due to
MAOs, etc. through hand-of f.

C.19.17 The contractor shall maintain working areas and issue yards | AWpost, Canp and Station Regul ations. The contractor shall also
segregate and turn-in all recyclable trash. The contractor shall also process and turn-in unserviceable and/or obsolete CL | X repair
parts.
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C. 20 Reserved.

C. 21 Storage

C.21.1 Storage: MLA2 SEP/ CEEP Tanks delivered under this contract may require storage prior to hand-off per the
fielding/delivery schedule in Section F. The contractor nay store tanks at LATP. If any GFM used during the storage of AIMvehicle is
still available, the contractor is authorized to use this GFM

C.21.2 The contractor shall protect, maintain, and preserve any tanks in storage in order to insure that they are available and suitable
for hand-off per the fielding schedule.

C. 22 Data for Contractor Changes and Corrections. (Note: this section will be replaced at definitization by a nutually agreeabl e
specific statement of work and a full Contract Data Requirenments List).

C.22.1 The contractor shall provide under this contract the data docunenting all contractor changes and corrections generated under this
production contract, whether hardware or software, that would be required if these changes were Governnent-directed ECPs under STS
Contract DAAEO7-01-C-NO75. All data delivered shall accurately depict and reflect the change and shall neet the applicable requirenents
of Contract 01-C NO75.

C.22.2 The data required to docunent a change will depend on the nature of the change and may include but not be limted to the
fol | ow ng:

C.22.2.1 Engineering Data.
a. Drawi ngs;
b. Specifications.

The contractor shall deliver engineering data in place in the contractors ECARD system to which the Governnent shall have access. All
drawi ngs prepared under this contract shall be adequate for conpetitive acquisition. The contractor shall provide all the work necessary
to incorporate the changes into the draw ng package.

C.22.2.2 Quality Assurance
a. Quality Assurance Provisions (QAPs)/Requirenments (QARs);
b. Inspection Method Control Sheets (IM);
Final Inspection Record (FIR) Revisions;
Item Modi fication |Inspection Requirenents;
QAPs and QAPs for Depot Maintenance Requirenents (DWMARS)
Qual ity Assurance |nspection Equi pmrent (QAIE) design, instructions and software.

- ® QO O

The contractor shall deliver Quality Assurance data in place in the contractors ECARDS system to which the Government shall have
access.

C.22.2.3 Software Docurent ati on.

The contractor shall prepare and deliver in ECARDS the software docunentation required by the Software Devel opnent Pl an
approved by the Government under STS Contract 01-C- NO75.

C.22.2.4 Logistics Data.
The contractor shall prepare and deliver logistics data as required by STS Contract 01-C NO75.

a. Logistics Support Analysis Record (LSAR);
b. Mi ntenance Allocation Chart;
c. Provisioning Data;
d. Packagi ng Dat a;
e. Training Materials and Equi pnent; and
f. Technical Manuals.

C. 22.3 Delivery Schedul e. The contractor shall conplete and deliver all data docunenting a contractor change generated under this
contract not later than the hand-off date of the first squadron whose configuration contains the change.
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Al Ternms and Conditions specific to Section C of the Basic Order Agreenent (DAAEO7-01-G NOO1) are incorporated by reference into this

Del i very Order DAAEQO7-01-G N001/0010.

*** END OF NARRATIVE C 002 ***
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ENG NEERI NG RELEASE RECORD
ERR GDLU6330 dated 14 April 2004

THE FOLLOW NG ECP' S ARE ADDED TO THE CONFI GURATI ON

GDLU6351 Repl ace Roadar m Spi ndl es

GDLU6350 Qui eter TMS Fan

GDLU6321 Kearfott LOS DPC/ APC, effectively #44
GDLU6254 Prime Power Controller Fix, effectively #66

THE FOLLOW NG ECPs ARE NOT PRI CED I N ERR GDLUG330

GDLU2294 Repl ace Alternator C anp and Gasket

GDLU6188 | nproved Sprocket Design

GDLU6192 Rel ease new Turret Arnor

GDLU6195 Lubrication Chart Update

GDLU6199 Gille Door Retention Hardware

GDLU6285 Rel ease new 400 Hz and DC Power Supplies to FCEU s
GDMY0709 New PPC Gasket

GDWY1914 Prevent Fire Extinguisher Tube Contact

L3T1040 Bustl e Rack Extension

L9T1009 Knee Switch Lever Reinforcenent

GDLU6312 MPU Power Supply Change

GDLU2195 New rear grille door hook

GDMY1842 Reconfigure NBC nounting plate assenbly

GDWY2078 Exhaust duct seal retainer holes changed to slots

UAAPU REQUI REMENTS
The Under Arnor Auxiliary Power Unit (UAAPU) requirenments in the TDP are changed as fol |l ows:

Do not performthe followi ng hull structure operations:

- cutout of UAAPU exhaust hol e

- cutout of UAAPU manifold access hole

- cutout of |IPS exhaust hole

- drill and tap of (4) holes for attaching |PS exhaust cover

- drill and tap of hole that retains manifold access cover

- addition of (5) UAAPU nounts

- addition of (4) appurts for attaching the UAAPU exhaust cover
- addition of retainer for manifold access cover

Do not assenble the follow ng conmponents:
- UAAPU exhaust cover

- UAAPU mani fol d access cover

- | PS exhaust cover
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ATTACHMENT 006

COVPONENT FAT LI ST



Conponents requiring First Article Testing (FAT):

Part Nunber Descri ption

12467508 | CDU

12467369 Bezel Switch Assy
12467385 Power Supply

12470351 Im Com Color Tac Dis.
12470358 Monochr one Di spl ay
12474105 Di spl ay Panel Con. Modul e
12467507 | CEU

12467516 Power Supply

12474135 | GPP, W Graphics PMC
12474136 | GPP, W 1553B PMC
12467509 1 DID

12467479 Auto. Bezel Swtich Assy.
12467480 M OSB Bezel Switch Assy.
12473977 Power Supply

12474132 | GPP, W 1553B & Graphic
12467510 | GCDP

12473975 Bezel Switch Assy.
12467506 | TMPU

12473112 Wre Harness Assy
12932496 Beansplitter

12474122 | GPP W 1553B & UBSPCH
12474100
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Attachnment 006

Supplier

CGDLS- TLH
LSI

Rant ec
CGDLS- TLH
GDLS- TLH
CGDLS- TLH
CGDLS- TLH
Lanbda
Radst one
Radst one
GDLS- TLH
LSI

LSI

Rant ec
Radst one
CGDLS- TLH
LSI

CGDLS- TLH
Sabritec

Opt ex
Radst one

Col or Display Interface Modul e GDLS- TLH
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