CONTRACT SPECIFICIATIONS FOR CLINS 0411AA and 0412AA.
FIRE TRUCK, WATER, 16,000 LITER, 6x4
THE VEHICLE SHALL BE PROVIDED WITH THE FOLLOWING MINIMUM EQUIPMENT:

PAINT:

· THE VEHICLE SHALL BE PAINTED IN THE MANUFACTURERS STANDARD RED PAINT.
STANDARD EQUIPMENT:

· HEADLIGHTS.
· BRAKE LIGHTS & TAILLIGHTS.
· TURN SIGNALS.

· WINDSHIELD WIPERS.

· MIRRORS.
RATINGS:

· VEHICLE RATINGS SHALL BE THE MANUFACTURER’S PUBLISHED RATING.
· COMPONENT RATINGS SHALL NOT BE RAISED TO MEET REQUIREMENTS.
· ALL INDIVIDUAL COMPONENTS, INCLUDING BUT NOT LIMITED TO ENGINE, TRANSMISSION, DRIVELINE, AXLES, SUSPENSION AND TIRES SHALL, AT A MINIMUM, BE RATED AT THE GROSS VEHICLE WEIGHT (GVW) SPECIFIED FOR THE VEHICLE.
ENGINE:

· VEHICLE SHALL BE PROVIDED WITH A DIESEL ENGINE, CAPABLE OF PERFORMING AS SPECIFIED HEREIN ON HIGH SULFUR CONTENT DIESEL FUEL.
· EXHAUST SYSTEM SHALL BE FITTED WITH A SPARK ARRESTOR.
CAB:

· THE CAB SHALL ACCOMADATE 3 FULLY EQUIPED FIRE FIGHTERS.
STEERING:

· POWER STEERING, LEFT HAND DRIVE.

BRAKES:

· SERVICE BRAKE SYSTEM.
· PARKING BRAKE.
TIRES:

· RADIAL, ALL-WEATHER TREAD.

ELECTRICAL SYSTEM:

· 12 OR 24 VOLT SYSTEM.

HEATING SYSTEM:
· SHALL BE ABLE TO BRING INTERIOR TEMPERATURE (TEMP.) UP TO 20(C FROM AMBIENT TEMP. OF -23(C.

AIR–CONDITIONING (A/C) SYSTEM:
· SUITABLE FOR DRY DESERT CLIMATE

· SHALL BE ABLE TO BRING INTERIOR TEMP. DOWN TO 27(C FROM AMBIENT TEMP. OF 52(C.
PERFORMANCE:
· SHALL BE CAPABLE OF OPERATING IN TEMPERATURES RANGING FROM -23(C TO 52(C.
· SHALL MAINTAIN A MINIMUM SPEED OF 75 KILOMETERS PER HOUR (KPH) ASCENDING A 2% GRADE, AT GVW WITH FULL A/C LOAD.
· SHALL BRAKE TO A STOP WITHIN 10 METERS FROM 32 KPH AT GVW.
PERFORMANCE (CONTINUED):
· PARKING BRAKE SHALL HOLD THE VEHICLE AT GVW AT A 30% LONGITUDINAL SLOPE.
ACESSORIES
· 10 TON JACK

· TOOL BOX SET

· SPARE TIRE AND WHEEL WITH HOLDER

FIRE FIGHTING EQUIPEMENT

CONTROL PANEL ON REAR OF THE VEHICLE, WHICH WILL INCLUDE.

· VACUMETER
· MANOMETER 
· WATER PUMP HOUR METER.
· ENGINE SPEED CONTROL
· PRIMING SWITCH.
· LIGHT OF THE CONTROL PANEL AND SWITCH.
· OIL PRESSURE LIGHT OR ALARM.
· BATTERY CHARGE LIGHT.
· ENGINE COOLING WATER TEMPERATURE IN CENTIGRADE.
· HYDRAULIC CIRCUIT DRAWING (NEAR THE PANEL).
WATER TANK:-
· CAPACITY 16.000 LITERS
· TWO TOP MAN HOLE WITH QUICK OPENING COVER.

· TWO FILLING PIPES WITH 2 ½ INCH COUPLING FROM OUTSIDE SOURCE WITH STRAINER AND BALL VALVE.

· ONE SUCTION VAT WITH STRAINER TO WATER PUMP WITH VALVE.

· DRAIN VALVE AND OVER FLOW VENT.

· LEVEL GAUGE.

WATER PUMP:-
· 6000 LIT/ MIN AT PRESSURE WATER PUMP.

· ONE SUCTION LINE WITH VALVE FROM WATER TANK.

· TWO SUCTION LINES FROM OUT SIDE SOURCE SIZE 5 ½ INCH WITH BUTTER FLY VALVE AND STRAINER.

· AUTOMATIC PRIMING PUMP 
WATER MONITOR:
· LOCATION ON THE TOP OF THE WATER TANK.

· SLEW HORIZONTALLY (360) DEG AND ELEVATION (+ 70) DEG AND DEPRESSION (-15) DEG.

· PERFORMANCE MORE THAN 2500 LIT/ MIN WITH JET AND SPRAY NOZZLE.

· HORIZONTAL RANGE MORE THAN 70 M.
WATER SYSTEM:
· SIX DELIVERY WATER POINTS PROVIDED BY BALL VALVES SIZE 2 ½ INCH. AND B.S 336 INSTANTANEOUS COUPLING.
· PROVIDED BY FILLING LINE SIZE 4” FROM WATER SYSTEM TO FILL WATER TANK BY WATER PUMP FROM OUT SIDE SOURCE WITH VALVE.
EQUIPMENT:

· 1 each First Aid Kit

· 4 each Torch (Flash Light) with Rechargeable Battery(s)

· 2 each Breathing Apparatus, Fixed on Cab

· 2 each Rescue and Fire Fighting Suits, In Bag

· 10 each Service and Fire Fighting Suits made of NOMEX III

· 10 each Service Suits, One Piece

· 10 each Jackets, Fire Fighting, NOMEX III with Three Interior Layers

· 1 each Portable Water Pump 1,800 Liter per minute at 7 bar pressure, gasoline or diesel, electric and hand start, 2 outlet size 2 ½” and 4” suction inlet, to fit inside storage compartment of truck, either side.

· 2 each Portable Powder (Class ABC) Fire Extinguishers, Size 12 Kg, with mounting brackets.

· 7 each Fire Fighting Man Helmets with Adjustable Face Shield

· 10 pairs Boots, Fire Fighting and Safety. 

