SOLICITATION W56HZV-04-R-S044

ATTACHMENT I
CONTRACT SPECIFICIATIONS FOR CLINS 0441AA and 0442AA

LINE 44
FIRE TRUCK, INDUST WATER /FOAM, 6X4, TYPE C

THE VEHICLE SHALL BE PROVIDED WITH THE FOLLOWING MINIMUM EQUIPMENT:

PAINT:

· THE VEHICLE SHALL BE PAINTED IN THE MANUFACTURERS STANDARD RED PAINT.
STANDARD EQUIPMENT:

· HEADLIGHTS.
· BRAKE LIGHTS & TAILLIGHTS.
· TURN SIGNALS.

· WINDSHIELD WIPERS.

· MIRRORS.
RATINGS:

· VEHICLE RATINGS SHALL BE THE MANUFACTURER’S PUBLISHED RATING.
· COMPONENT RATINGS SHALL NOT BE RAISED TO MEET REQUIREMENTS.
· ALL INDIVIDUAL COMPONENTS, INCLUDING BUT NOT LIMITED TO ENGINE, TRANSMISSION, DRIVELINE, AXLES, SUSPENSION AND TIRES SHALL, AT A MINIMUM, BE RATED AT THE GROSS VEHICLE WEIGHT (GVW) SPECIFIED FOR THE VEHICLE.
ENGINE:

· VEHICLE SHALL BE PROVIDED WITH A DIESEL ENGINE, CAPABLE OF PERFORMING AS SPECIFIED HEREIN ON HIGH SULFUR CONTENT DIESEL FUEL.
· EXHAUST SYSTEM SHALL BE FITTED WITH A SPARK ARRESTOR.
STEERING:

· POWER STEERING, LEFT HAND DRIVE.

BRAKES:

· SERVICE BRAKE SYSTEM.
· PARKING BRAKE.
TIRES:

· RADIAL, ALL-WEATHER TREAD.

ELECTRICAL SYSTEM:

· 12 OR 24 VOLT SYSTEM.

HEATING SYSTEM:
· MANUFACTURER STANDARD HEATING SYSTEM SHALL BE PROVIDED.
AIR–CONDITIONING (A/C) SYSTEM:
· MANUFACTURER STANDARD A/C SUITABLE FOR DRY DESERT CLIMATE SHALL BE PROVIDED.
PERFORMANCE:
· SHALL BE CAPABLE OF OPERATING IN TEMPERATURES RANGING FROM -23(C TO 52(C.
· SHALL MAINTAIN A MINIMUM SPEED OF 75 KILOMETERS PER HOUR (KPH) ASCENDING A 2% GRADE, AT GVW WITH FULL A/C LOAD.
· SHALL BRAKE TO A STOP WITHIN 10 METERS FROM 32 KPH AT GVW.
PERFORMANCE (CONTINUED):
· PARKING BRAKE SHALL HOLD THE VEHICLE AT GVW AT A 20% LONGITUDINAL SLOPE.
ACESSORIES
· 10 TON JACK

· TOOL BOX SET

· SPARE TIRE AND WHEEL WITH HOLDER

FIRE FIGHTING EQUIPEMENT

· 10,000 LITER CAPACITY WATER TANK.

· 5000 LITERS PER MINUTE ROOF MOUNTED WATER MONITOR WITH A 70 METER THROW RANGE.

· 2,000 LITER CAPACITY FOAM AGENT TANK.

· INJECTION FOAM SYSTEM WITH 500 LITER PER MINUTE FOAM PUMP.

· AUTOMATIC FOAM PROPORTIONING SYSTEM, MIXING RATIO SHALL BE ADJUSTABLE FROM 0% TO 10%.

· TWO WATER-FOAM HOSE REELS.

· EACH REEL SHALL HAVE 30 METERS OF 1.5” DIAMETER HOSE

· 6000 LITER PER MINUTE WATER PUMP.
· TWO 4” BSRT MALE REAR MOUNTED DIRECT TANK FILL PORTS. 

· ONE  6” SUCTION INLET.

· PERFECT FLUSHING SYS. WITH INTERLOCK FACILITY.

· SIX 2 ½ “ PRESS. CONNECTION (FEM. BSS-336)

· ONE 4” DIA. BSRT. FEM. PRESSURE CONECTION.

· TWO 2”DIA. – DRAIN FOR EACH TANK.

· TWO 2 ½” DIA. MALE FOAM FILING BY OTHER PRESS. SOURCE.

· FURTHER FILLING STROZE CONNECTION FOR FOAM TRANSFEERING VIA TRUCK FOAM PUMP. ( C/W (5MTR) FLEX. HOSE WITH STROZE CONNECTION.
· LEVEL INDICATORS FOR TANKS.

· DRY CHEMICAL AGENT SYSTEM.
