CONTRACT W56HZV-04-D-B-075

SOLICITATION W56HZV-04-R-S075

DATED 1 JULY 2004


ATTACHMENT 00I

CONTRACT SPECIFICIATIONS FOR CLINS 0751AA and 0752AA


WATER TANK TRUCK, 6X4, 16,000 LITER CAPACITY, POTABLE.

THE VEHICLE SHALL BE PROVIDED WITH THE FOLLOWING MINIMUM EQUIPMENT:

ENGINE:

-VEHICLE SHALL BE PROVIDED WITH A DIESEL ENGINE, CAPABLE OF PERFORMING AS SPECIFIED HEREIN ON HIGH SULFUR CONTENT DIESEL FUEL.

TRANSMISSION:

MANUAL OPERATED, SYNCHRONIZED 

CLUTCH:

DRY SINGLE PLATE.

STEERING:

POWER STEERING, LEFT HAND DRIVE.

BRAKES:

A DUAL CIRCUIT, PNEUMATIC BRAKE SYSTEM ACTING ON ALL WHEELS & EQUIPPED WITH HAND BRAKE 

CAB:

HEAVY DUTY SLEEPER TYPE CAB WITH MANUFACTURER’S STANDARD HEATING & AIR CONDITIONING SYSTEMS.

PERFORMANCE:


SHALL BE CAPABLE OF OPERATING IN TEMPERATURES RANGING FROM -23C TO 52C.

SHALL MAINTAIN A MINIMUM SPEED OF 89 KILOMETERS PER HOUR (KPH) ASCENDING A 2% GRADE, AT GVW WITH FULL A/C LOAD.


SHALL BRAKE TO A STOP WITHIN 10 METERS FROM 32 KPH AT GVW.


PARKING BRAKE SHALL HOLD THE VEHICLE AT GVW AT A 30% LONGITUDINAL SLOPE.

WATER TANK BODY:

16000 LIT. STAINLESS STEEL TANK FOR DRINKING WATER. .  TANK SHELL

INTEGRAL TANKER BODY OF STEEL WITH ELLIPTIC CROSS   SECTION 

ONE MANHOLE WITH PRESSURE AND VACUUM GAUGE IS

PROVIDED ON TOP OF THE TANK.

DISCHARGE VALVE IS FITTED AT THE REAR END OF THE

TANK STAINLESS STEEL TYPE.

COLOR:

VEHICLE EXTERIOR COLOR TO BE WHITE OR LIGHT TAN.

PUMP:  (SEPARATE)

WITH CAPACITY APPROX (500 L / MIN) DRIVEN BY GASOLINE OR DIESEL ENGINE, CAPABLE OF RUNNING ON LEADED FUEL OR HIGH SULFUR CONTENT FUEL RESPECTIVELY, OR DRIVEN BY PTO.

PUMP HEAD (20 M) MINIMUM.

HOSES:

(2) PCS OF 10 METERS LENGTH WITH (3“) DIAMETER COUPLINGS INCL.


REAR DISTRIBUTION BAR:

DISTRIBUTION BAR ( 2.5 ) METERS LENGTH WITH ( 4 ) PCS

( 1/2 ) INCH TAPS.

REAR SPRAY BAR (2.5) METERS LENGTH NOZZLES.

COOLING BOX (FOR KEEPING FOOD), 20 L MINIMUM.

FIRE EXTINGUISHER – 2.5 lb TYPE A-B-C

