CONTRACT W56HZV-04-D-B111

ATTACHMENT I (Amended August 10, 2004)
CONTRACT SPECIFICATIONS FOR CLINS 1111 and 1112

TRUCK, DUMP, 3 TON
THE VEHICLE SHALL BE PROVIDED WITH THE FOLLOWING MINIMUM EQUIPMENT:
STANDARD EQUIPMENT:

· Headlights

· Turn Signals

· Taillights

· Brake Lights

· Windshield Wipers

· Mirrors

RATINGS:

· Vehicle rating shall be the manufacturer’s published rating.

· Component rating shall not be raised to meet requirements

· All individual components, including engine, transmission, driveline, axles, suspension and tires shall be rated at the minimum gross vehicle weight rating (GVW).

ENGINE:


· Vehicle shall have a diesel engine capable of performing as specified herein on high sulfur content diesel fuel.  

DRIVELINE:

· Shall be 4x2 or 6x4 configuration.

EQUIPMENT:

· Fire extinguisher– minimum 2.5 lbs capacity, ABC type.

· Tool box with tire changing tools, lifting jack, etc.
ELECTRICAL SYSTEM:     

· 12 or 24 volt system

CAB:
-     Cab shall be fully enclosed.
· Manufacturer’s standard or heavy-duty A/C system shall be provided. 

· Manufacturer’s standard or heavy-duty heating system shall be provided.

BODY/TAILGATE/HOIST FEATURES:

· The dump body shall be designed to haul rock, gravel, sand and dirt; shall have a minimum capacity of 2720 kg (3 ton); at least a 45-degree dump angle and shall hinge from the rear.  
· Lubrication fittings shall be provided at all critical points (or equivalent design).

· Tailgate shall be easily removable with provided tools or by hand.

· Tailgate shall be double-acting, hinged top and bottom and provided with chains and an adjustable linkage for tailgate trip (or equivalent design).

· Shall be provided with a means of operating the hoist from outside the vehicle, from a minimum of 2.5 meters (8 feet) away from the dump body.

· If available, a load-limiting device shall be provided to prevent the operator from dumping an overload, which would damage the hoist.

STEERING:
Left-hand drive with power steering.

BRAKES:   
Service brake system with ABS, and parking brake.
TIRES:   

Radial, all-weather tread.

PERFORMANCE:  

· Vehicle shall be capable of operating in temperatures ranging from -23 degrees C to 52 degrees C.

· Vehicle shall maintain a minimum speed of 89 kilometers per hour (kph) on a 2% grade at GVW.

· Vehicle shall brake to a stop within 10.7 meters (35 feet) from 32 kph at GVW.

· Parking brake shall hold the vehicle at GVW on a 20% longitudinal slope.

COLOR:


-Exterior shall be light in color, white or tan preferred.
