CONTRACT W56HZV-04-D-B114

ATTACHMENT 1

CONTRACT SPECIFICATIONS FOR CLINS 1141AA, 1141AB and 1142
TRUCK 6X4 WITH 30 TON FLATBED; CONTAINER HAULING CAPABLE
THE VEHICLE SHALL BE PROVIDED WITH THE FOLLOWING MINIMUM EQUIPMENT/CAPABILITIES:  
STANDARD EQUIPMENT:

-
Headlights

-
Turn Signals

-
Taillights

-
Brake Lights

-
Windshield Wipers

-
Exterior Rearview Mirrors

RATINGS:


-
Vehicle ratings shall be the manufacturer’s published rating

-
Component ratings shall not be raised to meet requirements
-
All individual components, including engine, transmission, driveline, axles, suspension and tires shall be rated at the minimum gross combination weight rating (GCWR)
ENGINE:


· Vehicle shall have a diesel engine capable of performing as specified herein on high sulfur content diesel fuel
· Engine shall be equipped with an air filter suitable for dusty environment
DRIVELINE:

-
Shall be 6x4 configuration
STEERING:

- 
Left hand drive

-   
Power steering
BRAKES:

· Service brake system with ABS

· Parking brake
ELECTRICAL SYSTEM:     

- 
12 or 24 volt system.

CAB:


-
Shall be fully enclosed sleeper cab

-
Manufacturer’s standard or heavy-duty air conditioning and heating systems shall be provided
TRAILER BODY:

-
Shall have 30 ton (approximately 27,220 kilogram) capacity, minimum
-
Length:  between 42 and 53 feet (13-16 meters)
-
Width:  between 78 and 100 inches (2-2.5 meters)
-
Maximum deck height:  60 inches (1.5 meters)
-
Trailer deck shall have a solid floor
-
Adjustable height landing gear
-
Mudflaps behind rear wheels

-
Cargo box/Container shall secure to trailer with twist-lock connectors

-
Trailer shall be equipped with drop sides, at least 60 cm in height
FIFTH WHEEL and KINGPIN:

-
Height of fifth wheel shall be 135–140 cm from ground.
-
Fifth wheel and kingpin shall be mutually compatible.

-
King pin size 3.5 inch (8.9 cm).
TIRES:

-
Radial, all-weather tread.

-
Two spare wheel and tire assemblies with holders.

PERFORMANCE:  

-
Vehicle shall be capable of operating in temperatures ranging from -23 degrees C to 52 degrees C
-
Vehicle shall maintain a minimum speed of 89 kilometers per hour (kph) on a 2% grade while fully loaded
-
Vehicle shall brake to a stop within 10 meters from 32 kph while fully loaded
-
Parking brake shall hold the vehicle at GVW on a 20% longitudinal slope
EQUIPMENT/ACCESSORIES:

-
Tool box with tire changing tools & 50 ton lifting jack
-
Minimum 60 liter capacity potable water tank

-
Minimum 60 liter capacity cooler for keeping food
-
4 heavy duty chains for cargo tie down
-
Fire Extinguisher – 2.5 Lbs. capacity, ABC Type
COLOR: 

-
Shall be light in color, tan or white preferred.
