CONTRACT W56HZV-04-D-B117

ATTACHMENT I

CONTRACT SPECIFICATIONS FOR CLINS 1171AA, 1171AB and 1172
TRUCK TRACTOR: DIESEL ENGINE DRIVEN, 80,000 POUNDS (36,287 KG) GVW, 200,000 POUNDS (90,718 KG) GCWR, 8X4
The specification covers a sleeper cab, diesel engine driven, 8x4 truck tractor having a minimum gross vehicle weight (GVW) of 80,000 pounds (36,287 kg) and a minimum gross combination weight rating (GCWR) of 200,000 pounds (90,718 kg), for normal operating conditions. 
THE VEHICLE SHALL BE PROVIDED WITH THE FOLLOWING MINIMUM EQUIPMENT:
STANDARD EQUIPMENT:

· Headlights

· Brake Lights

· Taillights

· Turn Signals

· Windshield Wipers

· Rearview Mirrors

· Key operated starting switch

· Ammeter, charging indicator or voltmeter.

· Oil pressure gage/indicator/light and buzzer 

· Engine temperature gage or high/low coolant temperature indicator/warning light.

· Speedometer with recording odometer.

· Tachometer

· Transmission temperature gage.

· Temperature gage for each axle of the bogie

· AM/FM radio

RATINGS:


· Vehicle ratings shall be the manufacturer’s published rating.

· Component ratings shall not be raised to meet requirements.

· All individual components, including engine, transmission, driveline, axles, suspension and tires shall be rated at the minimum gross vehicle weight rating (GVW).  

ENGINE:


· Vehicle shall have a diesel engine capable of operating on high sulfur content diesel fuel.

· Vehicle performance shall be as follows:

· High speed grade ability.  The vehicle shall ascend a continuous grade of 0.22 percent at a minimum speed of 50 mph (80 kph) at GCWR.  Grade ability requirements shall be met with the main transmission in direct drive and with the axles in high speed range.

· Low speed grade ability. The vehicle shall ascend a continuous grade of 7.0 percent at a minimum speed of 5 mph (8 kph) at GCWR. The vehicle shall be capable of making a complete stop while ascending a 7.0 percent grade and accelerating from stopped position to 5 mph (8 kph) up the 7.0 percent grade. Grade ability requirements shall be met with the transmission and axle in low speed range.

DRIVELINE:

· Vehicle shall be equipped with an 8x4 driveline.

AUTOMATIC TRANSMISSION: 

· The vehicle shall be provided with an automatic transmission. 

WEIGHT DISTRIBUTION: 

· The suspension system, axle and tire capacities shall be not less than 18,000 pounds (8164 kg) on the front axle and 46,000 (20,865 kg) on the rear bogie. The fourth axle shall be a spring up, air pressure down, self-steering, pusher type axle located forward of the rear bogie. The fourth axle shall have suspension, axle and tire capacities of not less than 20,000 pounds (9071 kg). The rear bogie and the fourth axle combined shall be capable of supporting a load of not less than 65,000 pounds (29,483 kg) with the vehicle operating at 55 mph (88 kph). 

STEERING:
· Left hand drive.

· Power steering.

FUEL TANK:

· Vehicle must be equipped with fuel tank(s) capacity of at least 100 US gallons (378 liters). When more than one tank is furnished, means shall be provided to assure an equalized fuel level in both tanks.

TIRES:

· Radial, all-weather tread.

· Full size spare wheel and tire assembly with holder.

BRAKES:

· Service brake system with ABS capable of braking vehicle (at GVW) to a stop from  20 mph (32 kilometers per hour) within 40 feet (12.2 meters).

· Parking brake capable of holding vehicle on a 20% longitudinal slope

PERFORMANCE:  

· Vehicle shall be capable of operating in temperatures ranging from -23 degrees C to 52 degrees C.

ELECTRICAL SYSTEM:     

· 12 or 24 volt system.

CAB:


· Shall be a fully enclosed sleeper cab.

· Manufacturer’s standard or heavy-duty air conditioning and heating/defrosting system shall be provided. 

SLIDING FIFTH WHEEL:  

· Heavy duty, 3-1/2 inch

· Height: 53 inches, plus or minus 1 inch, from ground.  

· Fifth wheel sliding range shall be not less than 45 inches forward of the centerline of the bogie and 2-1/2 inches rearward of the centerline of the bogie. 

EQUIPMENT:

· 2 fire extinguishers – minimum 5 lb. capacity each, ABC Type.

· Tool box with tire changing tools & 25 ton lifting jack.

· Hose tenders shall be provided.

COLOR:
Vehicle exterior color to be white or light tan.

