SOLICITATION W56HZV-04-R-S125

CONTRACT W56HZV-04-D-B125


ATTACHMENT I

Item 0015:
Grader, 11.5 ft blade & 135HP min

Engine

-Powed by a water cooled diesel engine, capable of performing on high sulfur content diesel fuel

-135 HP minimum

Operators Cab provided with the following

-Rollover protective structure 
-2 hinged doors
-Rear view mirror 
-Front window washer/wipers 
-Heating/Air Conditioning  
-Blade Float Switch
-Rear Axle Differential Lock Switch

Transmission

-Full power shift 

Brakes

-Equipped with brakes acting on at a minimum four wheels

-Equipped with Powered brake system (air/hydraulic or combination)

-Equipped with a Parking Brake system

-Equipped with an Emergency Brake system

-Equipped with a Neutral Lock to prevent machine movement if operator attempts engine start with transmission engaged

Steering

-Equipped with Powered steering

-Equipped with backup steering in the event of power loss
-Turning radius 26 ft maximum as measured from outside the front tires

Operating Weight

-Operating weight not less than 13 tons

Mold board

-Length not less than 11.5 ft

-Blade height not less than 2 ft

Accessories

-Fire Extinguisher – 2.5 lbs. capacity, ABC Type

-Toolbox with all tools for operator maintenance.

