CONTRACT W56HZV-04-D-B126


SOLICITATION W56HZV-04-R-S126
ATTACHMENT I

CONTRACT SPECIFICATIONS FOR CLINS 1261 and 1262

BUS, MINIMUM 10 ADULT PASSENGER, (4X2)

THE VEHICLE SHALL BE PROVIDED WITH THE FOLLOWING MINIMUM EQUIPMENT:

STANDARD EQUIPMENT:

· Headlights.

· Brake lights.

· Taillights.

· Turn signals.

· Windshield wipers

· Rearview mirrors.

RATINGS:

· Vehicle ratings shall be the manufacturer’s published rating.

· Component ratings shall not be raised to meet requirements.

· All individual components, including but not limited to engine, transmission, driveline, axles, suspension and tires shall, at a minimum, be rated at the gross vehicle weight (GVW) specified for the vehicle.

DRIVELINE:

· Vehicle shall be equipped with a 4x2 driveline.

ENGINE:

· Vehicle shall be provided with a diesel engine capable of performing as specified herein on high sulfur content diesel fuel.

FUEL CAPACITY:

· 90 liter (24 gallon) minimum.

STEERING:

· Power steering.

· Left hand drive.


BRAKES:

· Service brake system with ABS.

· Parking brake.

TIRES:

· Radial, all-weather tread.

ELECTRICAL SYSTEM:

· 12 or 24 volt system.
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PERFORMANCE:

· Shall be capable of operating in temperatures ranging from -23 to +52 degrees Celsius.

· Shall maintain a minimum speed of 89 kilometers per hour (KPH) ascending a 2% grade, at GVW with full air conditioning load.

· Shall brake to a stop within 10 meters from 32 KPH at GVW.

· Parking brake shall hold the vehicle at GVW at a 20% longitudinal slope.

BUS BODY:

· Fully enclosed cutaway-style van body or bus body

· Aisle and entrance steps shall be covered with non-slip flooring

· Seating capacity for at least 10 adult passengers.

· Color of bus body exterior to be white.

· Maximum exterior dimensions:

· 2440 millimeters (96 inches) wide (exclusive of mirrors, lights, and reflectors).

· 3200 millimeters (126 inches) high.

· Interior headroom of at least 178 centimeters (70 inches) as measured at aisle center

· Manufacturer’s standard or heavy-duty heating/defrosting & air-conditioning systems

· Emergency exit(s)

DOORS:

· Driver’s side door.

· Driver-operated service door (shall be operable from driver’s seat), located on the passenger side

ACCESSORIES:

· Fire extinguisher – 2.5 lbs minimum capacity, ABC type.

· AM/FM radio

· Full size spare tire and wheel assembly with holder and tire changing tools

· Lifting jack, capacity appropriate for GVW of vehicle. 

· Tool box

· Exterior hooks to secure cargo on the outside of the bus, on the sides and back (if available)

· Area at the rear of the passenger compartment for storage (if available)

