CONTRACT W56HZV-05-D-B122


ATTACHMENT I (Amended 9-8-04)
CONTRACT SPECIFICATIONS FOR CLINS 1221 and 1222

DISTRIBUTOR, ASPHALT, 1,000 GALLONS
THE VEHICLE SHALL BE PROVIDED WITH THE FOLLOWING MINIMUM EQUIPMENT:

Engine:

-
Diesel engine capable of running on high sulfur content diesel fuel

-
Heavy Duty Water cooling system.

-
Output 200 HP (min.)  

Transmission:

-
Manual or automatic

Brakes:

-
All wheels, brake system 

Steering:

-
Left hand drive, power assisted

Cab:

-
Enclosed

-
Air conditioning and heating system

Accessories

-
Tool box 

-
All tools operator maintenance 

-
2.5 lbs. ABC type fire extinguisher

BITUMEN:

Burner

-
Diesel fired heater capable of heating contents of tank to spraying temperature (295 -325 degrees F) from a minimum of 130 degrees F (minimum transport temperature)

Hot Mix Manual spraying hose:

-
12 feet minimum threaded connection
Hot Mix Spraying bar:

-
Side arms folding type

-
Automatic return at interrupted spray for the preheating of the bar & nozzles.

Bitumen tank capacity:

-
1000 gallons (min) of bitumen for emulsion

-
Manhole cover shall be provided

-
Bitumen temperature control

-
Visual scale indicating temperature of tank contents 

Bitumen pump:

· 100 gallon / minute (min)

