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3.1
Mission Profile:  The MECV-S mission profile is comprised of 30 percent primary roads, 30 percent secondary roads and 40 percent off road operation over a total accumulation of 20,000 vehicle miles.  The mission profile and required mileage breakdown shall be as shown in Table 1.


TABLE 1



Mission Profile




Mileage


30% Primary Roads




 6,000 


30% Secondary Roads



 6,000




40% Cross Country




 8,000


Total Mileage




20,000

3.1.1  Primary Roads:  Two or more lanes, all-weather, maintained, hard surface (paved) roads with good driving visibility used for heavy and high density traffic.  These roads have lanes with a minimum width of 9 feet, road crown to 200 and the legal maximum Gross Vehicle Weight/Gross Combined Weight for the country or state is assured for all bridges.  These roads are surfaces having a Root Mean Square (RMS) value of 0.1 inch.

3.1.2  Secondary Roads:  Two lanes, all weather, occasionally maintained, hard or loose surface (e.g., large rock, paved, crushed rock, gravel) roads intended for medium-weight, low-density traffic.  These roads have lanes with minimum width of 8 feet and no guarantee that the legal maximum Gross Vehicle Weight/Gross Combined Weight for the county or state is assured for all bridges.  These roads are surfaces having a Root Mean Square (RMS) value varying between 0.3 and 0.6 inch.

3.1.3   Cross-Country:  Vehicle operations over terrain not subject to repeated traffic and where no roads, routes, well-worn trails or man-made improvements exist.  (This definition does not apply to vehicle test courses which are used to simulate cross-country terrain.)  These are surfaces having a Root Mean Square (RMS) value varying between 0.8 and 1.5 inch.
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