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Section ‘D’ Packaging
Supplemental Instructions.  Manuals, parts lists, and warranty information shall be packed in sealed water proof packaging that is reusable, i.e. zip lock bag. Items of a delicate nature shall not be subjected to damage from rugged items contained within the same pack. Non-critical items of odd shapes or having sharp protrusions will not damage protective barriers or container. Segregation of items within a load shall be accomplished by wraps, bags, dividers, boxes, container separation, tubes, skin or blister packs, sleeves, blocking and bracing or other approved means. 

CAUTION; Use of preservative materials shall not apply to items that provide life support (such as items designed for human intake of air, fluids, etc). Items (such as knife, wrench, file, pliers, punch, socket, etc) not providing life support where permanent coatings (such as plating or paint) are present may receive applications of preservative coatings, volatile corrosive inhibitors, and desiccants, as corrosion 

protection provided the method of preservation is easily removed with cleaners that will not cause harm or health issues to the user. Preservation of life support items in question shall be cleaned with non-toxic materials as needed and packaged in watervaporproof barriers without the use of preservative like materials.

 
Openings of hoses, pipes, equipment ports, etc. shall be plugged, capped, or sealed to prevent entry of animal life, insects, or other foreign matter during shipping and storage.

Items of dissimilar metals subject to damage from electrolytic action shall be insulated with suitable material to prevent forming of galvanic corrosion. The exterior unit pack shall be marked for handling to indicate the number of units that may be safely stacked on top of each other and to indicate the load must be shipped and stored in the upright position only. The markings shall be large and clearly visible to a fork lift operator as the load is handled. The markings shall be “STACK NO MORE THAN X HIGH”, X being the calculated number of containers not to exceed when stacking, and “THIS SIDE UP” with an arrow indicating the correct direction. Packaging shall successfully pass test levels of ASTM-D 4169, Distribution Cycle 18, Acceptance Criterion 3, Assurance Level (I for level A pack, or II for level B pack), Military packing Level (A/B determined in Table C.II, MIL-STD-2073-1D). Testing shall be witnessed by Government Quality Assurance Representative. Packaged gross weight and size shall be included on the test report as well as a detailed description of the packaging. The contractor is exempted from testing if other data can be provided (see paragraph 5.6 of MIL-STD-2073-1D) and is acceptable to the Government. 

When equipment is shipped with reservoir filled to recommended operational fluid levels with all openings sealed, a tag will be placed at fill point to note fluid was added and indicate the fill date (FLUID ADDED, mm-dd-yyyy). When equipment is not shipped with fluid filled reservoir, and the proper quantity of fluid is provided, fluid container will be packaged and secured inside unit shipping container. A tag shall be placed at fill point of equipment noted (EMPTY, MUST ADD FLUID BEFORE USE). Markings are presented in CAPITAL LETTERS. Limited quantities not over 5.0 L (1.3 gallons) net capacity each of flammable liquids and combustible liquids are excepted from labeling, unless transported by aircraft, (see 49 CFR, 173.150, (b) Limited quantities, (3).)
When a (set/kit/outfit, etc.) requires two or more containers, each container shall be marked (IAW) 5.2.14 of MIL-STD-129P (1 of 2, 2 of 2). Marking of the number of (sets/kits, etc) constructed shall also apply (Set 1, Set 2, Set 3). Multiple (sets/kits, etc) shall maintain consistency of contents to each container by packing all containers marked 1 of 4 with duplicate items, all containers marked 2 of 4 shall be duplicated to contain same items, with same consistency for the remaining containers of each (set/kit). See FIGURE 33 for marking in MIL-STD-129P. All items, containers, packing configurations, and markings supplied under this contract shall be identical to the first representative pack. Packing Lists are required for the inside and outside of each container, 5.3.1 and 5.3.1.1 of MIL-STD-129P, and shall be protected by waterproof bags. The use of packing list protectors is recommended. The load shall be designed to accommodate multiple forklift moves from the front and rear of container. Where large, heavy items are secured to container walls or floors by fasteners, bracing shall be designed for the items or sections of load to hold in position and prevent shifting within the container IAW ASTM-D996. All items within the load shall be stationary.  The contractor shall furnish the Contracting Office shipping size and weight prior to shipment of the first representative pack.       











