FINAL INSPECTION RECORD (FIR)  RECAP

US ARMY TANK - AUTOMOTIVE and ARMAMENTS COMMAND (TACOM)

ACCEPTANCE TESTS AND AREA INSPECTION REQUIREMENTS SHEETS

VEHICLE DATA

FIR FOR:  Truck 1 ¼ Ton, 4X4 SERIES  HMMWV

END ITEM SPECIFICATION:  HMMWV SYSTEM SPECIFICATION ATPD 2099D

PROCESSING FOR STORAGE AND SHIPMENT SPECIFICATION:  MIL-V-62038

ROAD TEST AND FINAL INSPECTION

VEHICLE DATA

VEHICLE SERIAL NO._____________________________MFG. VEHICLE NO. & MODEL ______________________

ENGINE SERIAL NO.______________________________TRANSMISSION SERIAL NO._______________________

TRANSFER TRANSMISSION SERIAL NO.____________________________________________________________

MANUFACTURER______________________________________

MILEAGE BEFORE TEST______________________________ MILEAGE AFTER TEST________________________

INSPECTOR__________________   DATE__________

INSTRUCTIONS TO INSPECTOR

AFTER THE VEHICLE HAS BEEN RELEASED FOR ROAD TEST AND FINAL INSPECTION, THE INSPECTOR SHALL DETERMINE ITS READINESS FOR INSPECTION BY PERFORMING THE FOLLOWING CHECKS:













INSP.

1.
SAFETY CHECK BEFORE ROAD TEST






INITIAL


A.
ALL TIRES PROPERLY INFLATED AND FREE FROM DAMAGE.


_______


B.
FUEL SYSTEM FREE FROM LEAKS.





_______


C.
ENGINE OIL LEVEL FULL AND FREE FROM LEAKS.



_______


D.
TRANSMISSION OIL LEVEL FULL AND FREE FROM LEAKS.


_______


E.
BRAKE FLUID LEVEL FULL AND FREE FROM LEAKS.



_______


F.
POWER STEERING OIL LEVEL FULL AND FREE FROM LEAKS.


_______


G.
COOLANT LEVEL FULL AND FREE FROM LEAKS.


               
_______


H.
WINDSHIELD WASHER FLUID LEVEL 3/4 TO FULL AND FREE FROM LEAKS



PER INSPECTION STANDARD (IS) 004.





_​​​​_______




I. WARNING.  DO NOT PERFORM THE FOLLOWING TEST WITH 

               INDIVIDUALS DIRECTLY IN FRONT OF OR BEHIND TEST VEHICLE.      

             
PLACE TRANSFER CASE LEVER IN “N” (NEUTRAL) POSITION.  FULLY APPLY 

                           BOTH PARKING AND SERVICE BRAKES DURING THE FOLLOWING STEPS.  

                           PLACE TRANSMISSION SHIFT LEVER IN “R” POSITION.  ATTEMPT TO START 

                           ENGINE.  STARTER MOTOR SHALL NOT ACTIVATE.  WITH BRAKES STILL 

                           APPLIED, ATTEMPT TO START ENGINE WITH TRANSMISSION SHIFT LEVER IN

              “D”, “2” AND “1”. STARTER MOTOR SHALL NOT ACTIVATE.
                         ​​​​​ ________________ 


J. WITH ENGINE RUNNING, VERIFY THAT THE GAUGES ARE OPERATING 

               PROPERLY BY VISUALLY INSPECTING EACH METER AND NOTING THAT THE 

               INDICATOR IS POINTING TO THE NORMAL  OPERATING POSITION.  SHUT 

               ENGINE OFF AND AGAIN OBSERVE GAUGES TO ASSURE THEY ARE NOT 

               STUCK, BUT RETURN TO NONOPERATING POSITION.  DO NOT ROAD TEST 

               TRUCK IF GAUGES ARE NOT OPERATING. 



            ________________

K. VERIFY THAT ALL STEERING SYSTEM PARTS ARE TIGHT AND FUNCTIONING 

              PROPERLY BY FIRST PHYSICALLY CHECKING STEERING WHEEL FOR SIDE AND 

              END PLAY.  NONE PERMITTED. THEN ROTATE STEERING WHEEL CLOCKWISE AND 

             COUNTERCLOCKWISE TO DETERMINE FREEPLAY.  10 DEGREES PERMITTED.  

             START ENGINE AND ROTATE STEERING WHEEL TO ITS MAXIMUM  COUNTER – 

             CLOCKWISE POSITION, ALLOWING THE VEHICLE TO CREEP SUFFICIENTLY TO 

             REDUCE TIRE FRICTION.  THE TURNING OPERATION SHALL BE SMOOTH AND 

             QUIET.                                                                                                                                          ________________

L. VERIFY THAT BRAKES ARE OPERATING PROPERLY BY ALLOW VEHICLE TO CREEP 

             (2-3 MPH) AND APPLYING BRAKES.  DO NOT ROAD TEST IF BRAKES ARE NOT 

             FUNCTIONING OR BRAKE WARNING LAMP IS ILLUMINATED. 


        ________________

            M.
LIGHT OPERATION. 







        ________________

             N.          
TURN SIGNALS AND BRAKE LIGHT OPERATION.




        ________________

O. HORN OPERATION.







        ________________

P. WINDSHIELD WIPER AND WASHER OPERATION – WIPER BLADES SHALL STAY IN 

              CONTACT WITH GLASS.







        ________________

NOTE

DO NOT OPERATE VEHICLE IF ANY OF THE ABOVE SAFETY AREAS ARE DEFECTIVE

2.
GENERAL INSPECTION REQUIREMENTS

THE FOLLOWING CHARACTERISTICS ARE COMMON TO MOST ITEMS AND ARE TO BE CONSIDERED AS PART OF EACH, WHERE APPLICABLE.  THEY ARE DEFINED IN GENERAL TERMS IN THIS SECTION TO ELIMINATE THEIR REPETITION.  HOWEVER, THEY SHALL BE REVIEWED VISUALLY IN EACH ITEM AND REPORTED IF FOUND DISCREPANT.

A.
CONDITION:  ALL PARTS SHALL EXHIBIT NO EVIDENCE OF DAMAGE, MUTILATION, OR POOR WORKMANSHIP
OF CONSTRUCTION.  THERE SHALL BE NO PRESENCE OF BURRS OR SHARP EDGES.

B. COMPLETENESS OF ASSEMBLY AND SECURED:  ALL MOUNTING BRACKETS, BOLTS, NUTS, RIVETS, ETC. SHALL BE COMPLETE AND SECURED.  ALL WELDMENTS COMPLETE.  ANY EVIDENCE OF PARTS BEING 


INCOMPLETE AND/OR IMPROPERLY SECURED SHALL BE CAUSE FOR REJECTION.  TACTILE CHECKS MAY 
BE PERFORMED TO DETERMINE IF A DEFECT EXISTS.

C.
ROUTING, CLIPPING, AND CLEARANCES:  ALL WIRING HARNESSES, FUEL, AIR AND HYDRAULIC LINES/


TUBING SHALL BE PROPERLY ROUTED AND CLIPPED PER THE RESPECTIVE INSTALLATION DRAWINGS.


DESIGN CLEARANCE SHALL BE MAINTAINED BETWEEN THESE LINES AND ADJACENT PARTS WITH NO


RUBBING OR CHAFING PER IS 004, PARA 14.0.

D. PAINTING:  ALL PAINTED SURFACES SHALL BE INSPECTED FOR PROPER APPLICATION.  PAINTED SURFACES SHALL BE FREE FROM RUNS, SAGS, ORANGE PEEL, PIN HOLES, AND THIN AREAS AND OBSERVED FOR APPLICABLE COLOR AND COMPLETE COVERAGE.

E.
MARKING:  ALL VEHICLE MARKINGS (CAUTIONARY, LIFTING POINTS, IDENTIFICATION) SHALL BE            

              CHECKED FOR LEGIBILITY, PROPER LOCATION, AND APPLICATION.

F.
ELECTRICAL SYSTEM:  THE VEHICLE (24 VOLT) WIRING AND ELECTRICAL COMPONENTS SHALL BE 

INSPECTED FOR SECURE MOUNTING, PROPER ROUTING, NO RUBBING OR CHAFING PER IS 004, PARA 14.0, CONDUIT CONDITION (BREAKS, CUTS, CRACKS, KINKS, ETC.), CONNECTOR CONDITION (SEATED AND PROPERLY SECURED), AND CANNON PLUG CONDITION (SEATED AND PROPERLY SECURED).

G.
LUBRICANTS:  ENGINE OIL, TRANSMISSION OIL, HYDRAULIC FLUID, GEAR BOXES, HOUSINGS AND HUBS 


SHALL BE FILLED TO PROPER LEVEL.  ALL LUBRICATION FITTINGS SHALL SHOW EVIDENCE OF HAVING

                            
BEEN GREASED PER IS 004, PARA 1.0.

3.
GENERAL INSPECTION SEQUENCE
A.
THE PRE-INSPECTION SAFETY CHECK SHALL BE ACCOMPLISHED PRIOR TO VEHICLE ROAD TEST.

B.
ROAD TEST AND FINAL INSPECTION DEFICIENCY SHEETS SHALL BE COMPLETED FOR EACH VEHICLE


PRIOR TO RELEASE OF VEHICLE.

C.
EACH CHARACTERISTIC LISTED SHALL BE INSPECTED TO DETERMINE CONFORMANCE WITH 


SPECIFICATION AND APPLICABLE DRAWING REQUIREMENTS.  THE FOLLOWING SYMBOLS SHALL BE


PLACED UNDER THE SYMBOL COLUMN AS APPLICABLE FOR EACH CHARACTERISTIC.






SYMBOL (  (  )

ACCEPTABLE






SYMBOL (  X  )

REJECTION






SYMBOL (  0  )

NOT APPLICABLE

D.
DEFICIENCIES AND ASSOCIATED ITEM NUMBERS SHALL BE ENTERED ON THE DEFICIENCY SHEET.  THE

DEFICIENCY SHALL INCLUDE A BRIEF DESCRIPTION AND CORRECTIVE ACTION TAKEN TO ELIMINATE THE DEFICIENCY.  THE INSPECTOR SHALL INDICATE APPROVAL OF CORRECTIVE ACTION BY PLACING INITIALS UNDER CORRECTION APPROVED COLUMN.  THE DEFICIENCY SHEET AND ANY APPLICABLE WRITTEN INSPECTION REPORTS SHALL BE MADE AN INTEGRAL PART OF THE FINAL INSPECTION RECORD.

E.
FINAL ACCEPTANCE OF THE VEHICLE SHALL NOT BE ACCOMPLISHED UNTIL ALL DEFICIENCIES HAVE


BEEN CORRECTED AND/OR APPROVED.

F.
THE FOLLOWING AREA INSPECTION HAS BEEN PREPARED TO PROVIDE A CONVENIENT AND UNIFORM


SEQUENCE OF INSPECTION OF THE VEHICLE.  HOWEVER, CHANGES MAY BE MADE TO FACILITATE THE


INSPECTION PROGRAM.










PAGE NO.
1.
FRONT OF VEHICLE
 5

2.
ENGINE COMPARTMENT
 9

3.
CURB SIDE OF VEHICLE
17

4.
REAR OF VEHICLE
20

5.
ROAD SIDE OF VEHICLE
22

6.           TRUCK, UTILITY: ARMAMENT CARRIER
25

7
CAB INTERIOR
29

8.
UNDERSIDE OF VEHICLE
38

9.
ROAD TEST
50

NOTE:  ALL DEFICIENCIES SHALL BE NOTED ON THE SHEETS LOCATED IN APPENDIX I.
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AREA NO. 1

FRONT OF VEHICLE

BODY AND HOOD ASSEMBLY

A.
HOOD AND PANELS


FIT – UNIFORM FIT HOOD TO COWL


CONDITION – NO CRACKS, BUCKLING,


BURRS, SHARP EDGES, CHAFING, OR 


INTERFERENCE


MOUNTING – COMPLETE AND SECURED


OPERATION – LATCH AND UNLATCH

B.
REAR HOOD SEAL


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CUTS, RIPS, OR DAMAGE

C.
HOOD HINGES AND STOPS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO DAMAGE


OPERATION – OPEN AND CLOSE – NO BINDING


OR INTERFERENCE

D.
HOOD LATCH ASSEMBLY – RIGHT AND LEFT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO DAMAGE


OPERATION – UNLATCH AND LATCH

E.
HOOD SUPPORT ROD


MOUNTING – COMPLETE AND SECURED


OPERATION – EASE OF HANDLING

F.
HOOD ELECTRICAL


MOUNTING – COMPLETE AND SECURED


CANNON PLUG – SEATED AND PROPERLY SECURED


WIRING – PROPERLY ROUTED, NO INTERFERENCE


CONDITION – NO BARE WIRES, CRACKS, FRAYING,


RUBBING, OR CHAFING

G.
GRILLE ASSEMBLY – TOP AND FRONT


MOUNTING – COMPLETE AND SECURED


CONDITION – FREE OF OBSTRUCTIONS – NO CRACKS,

              BURRS, OR SHARP EDGES
VISUAL

VIS/TACTILE

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE
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102































BODY AND HOOD ASSEMBLY – (CONT’D)

H.
GRILLE SCREEN, TOP AND FRONT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO DAMAGE, BREAKS, CRACKS,


OR DEFORMATION


I.
AIR INTAKE CAP


MOUNTING – SECURED

J. FOOTMAN LOOPS                                                      

              MOUNTING – COMPLETE AND SECURED

K.
DECAL (SLING AND TIRE PRESSURE)


MOUNTING – COMPLETE AND SECURED 


CONDITION – CORRECT DATA, LEGIBLE, PROPER 


SIZE,  AND LOCATION

EXTERIOR LIGHTING

A.
HEADLIGHTS (RIGHT AND LEFT)


MOUNTING – COMPLETE AND SECURED


LENS CONDITION – NO CRACKS, CHIPS,


ACCUMULATED MOISTURE, SCRATCHES, 


OR FOGGING


CONNECTORS – SEATED AND PROPERLY SECURED


WIRING – PROPERLY ROUTED – NO INTERFERENCE


CONDITION – NO FRAYING, CRACKS, BARE WIRES,


OR CHAFING

B.
FRONT, SIGNAL BLACKOUT DRIVE


LAMP BLACKOUT MARKER LAMPS (RIGHT AND 
LEFT)


MOUNTING – COMPLETE AND SECURED


LEANS CONDITION – NO CRACKS, CHIPS,


ACCUMULATED MOISTURE, OR SCRATCHES, 


CONNECTORS – SEATED AND PROPERLY SECURED

C.
FRONT, SIDE LIGHTS (RIGHT AND LEFT)


MOUNTING – COMPLETE AND SECURED


LENS CONDITION – NO CRACKS, SCRATCHES,


CHIPS, OR ACCUMULATED MOISTURE 


CONNECTORS – SEATED AND PROPERLY SECURED


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS
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103




















104























EXTERIOR LIGHTING – (CONT’D)

D.
FRONT, SIDE REFLECTORS (RIGHT AND LEFT)


MOUNTING – COMPLETE AND SECURED


LENS CONDITION – NO CRACKS, SCRATCHES, CHIPS,


OR MOISTURE

BUMPER

A.
FRONT BUMPER


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR

               SHARP EDGES

B.
FRONT TOW BAR MOUNTING BRACKETS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS,


OR SHARP EDGES

C.
SHACKLES


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR 


SHARP EDGES

WINDSHIELD

A.
GLASS


MOUNTING – COMPLETE AND SECURED

CONDITION OF GLASS – CLEAR; NO CRACKS,


SCRATCHES, OR PAINT OVERSPRAY

B.
RUBBER SEAL


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS,


SPLITS, TEARS, OR PAINT OVERSPRAY

C.
FRAME


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BURRS OR SHARP EDGES


WELDS – NO MISSING, BROKEN WELDS, OR


WELD SPATTER

D.
WINDSHIELD WIPERS


MOUNTING – COMPLETE AND SECURED


CONDITION – PROPERLY INSTALLED – 


NO CRACKS, SPLITS, OR TEARS



VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL
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106



































PAINT

              CONDITION – CORRECT COLOR, COMPLETE                                    

              COVERAGE, NO RUNS, SAGS, ORANGE PEEL, PIN                                                                                                                                                                     

              HOLES, THIN AREAS, OR OVERSPRAY

NAME, CAUTION, INSTRUCTION PLATES, AND DECALS

              MOUNTING – COMPLETE AND SECURED

              CONDITION – CORRECT DATA, LEGIBLE,

              PROPER SIZE, AND LOCATION



VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD
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INSPECTORS
INITIALS
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AREA NO. 2

ENGINE COMPARTMENT

POWER PLANT

A.
LEAKS – OIL, FUEL, COOLANT, WASHER FLUID,


AND HYDRAULIC FLUID – NONE PERMITTED 

B.
ENGINE OIL DIPSTICK

MOUNTING – COMPLETE AND SECURED


OIL LEVEL MARKING – SHALL BE LEGIBLE


SEAL – NO CRACKS OR LOOSENESS

C.
ENGINE OIL CHECK


OIL LEVEL - PER TM


CONDITION – CLEAN

D.
ENGINE OIL PRESSURE SENDING UNIT SENSOR


MOUNTING – COMPLETE AND SECURED


WIRING – PROPERLY ROUTED

CONDITION – NO FRAYING, BARE WIRES,


CRACKS, OR CHAFING


LEAKS – OIL – NONE PERMITTED

E.
ENGINE ELECTRICAL


MOUNTING – COMPLETE AND SECURED


CANNON PLUG – SEATED AND PROPERLY SECURED


WIRING – PROPERLY ROUTED, NO INTERFERENCE


CONDITION – NO BARE WIRES, CRACKS, FRAYING,


OR CHAFING

F.
DRIVEBELT – ALTERNATOR, 


WATER PUMP, BELT TENSIONER,  FAN, POWER


STEERING, IDLERS 


ALIGNMENT – CHECK ALIGNMENT OF PULLEYS


IN RELATION TO OTHER PULLEYS


CONDITION – NO CRACKS, SPLITS, FRAYING,   
LOOSENESS, OR TWISTS

G. ALTERNATOR INSTALLATION

MOUNTING – COMPLETE AND SECURED


WIRES – SECURED TO ALTERNATOR, PROPERLY


ROUTED, NO INTERFERENCE


CONNECTORS – SEATED AND PROPERLY SECURED
VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL
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201
POWER PLANT ASSEMBLY – (CONT’D)

H.
BRACKETS - ALTERNATOR


MOUNTING – COMPLETE AND SECURED

I.
WIRING HARNESS - ALTERNATOR


MOUNTING – COMPLETE AND SECURED


NO INTERFERENCE



WIRING – PROPERLY ROUTED


CONNECTORS – SEATED AND LOCKED


CONDITION – NO FRAYING, BARE WIRES, CRACKS,


OR CHAFING

J.
WARNING DECAL (FAN BLADE)


MOUNTING – COMPLETE AND SECURED


CONDITION – CORRECT DATA, LEGIBLE,


PROPER SIZE, AND LOCATION

K.
ALTERNATOR GUARD


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, SHARP EDGES, 

              OR INTERFERENCE

L.
POWER STEERING RESERVOIR


FLUID LEVEL – FULL CLEAN





CAP – PRESENCE OF


CAP OPERATION – OPEN AND CLOSE –


NO BINDING OR INTERFERENCE

M.
HOSES, LINES, FITTINGS


MOUNTING – COMPLETE AND SECURED


UNIONS – NO LEAKS PERMITTED


HOSES – PROPERLY ROUTED, NO INTERFERENCE


CONDITION – NO CRACKS, SPLITS, LEAKS, ETC.

N.
RPM SENSOR


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BARE WIRES, CRACKS, FRAYING,


OR CHAFING

O.
FUEL FILTER – WATER SEPARATION DRAIN


HOSE AND VALVE


MOUNTING – COMPLETE AND SECURED


CONDITION – NO LEAKAGE


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL
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202



203
















204


























TRANSMISSION DIPSTICK ASSEMBLY

A.
DIPSTICK TUBE


MOUNTING – COMPLETE AND SECURED

B. DIPSTICK


MARKING – LEGIBLE


SEAL – NO CRACKS, SECURED


FLUID LEVEL – BETWEEN “ADD” & “FULL” AT 170 


DEGREES F (OR HOTTER) OR 1/4 INCH OVER


“ADD” AT 70 DEGREES F (OR COLDER)

OIL COOLER ASSEMBLIES

A.
COOLER BODY


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS; CLEAN


FINS – BENDS OR DAMAGE


LEAKS – OIL – NONE PERMITTED

B.
LINES, HOSES, AND FITTINGS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO KINKS, CRACKS, ETC.


HOSES – PROPERLY ROUTED, NO INTERFERENCE


LEAKS – OIL – NONE PERMITTED

RADIATOR AND COOLER LINES

A.
RADIATOR


MOUNTING – COMPLETE AND SECURED


CONDITION – CLEAN – NO HOLES OR DENTS


FINS – NO BENDS OR DAMAGE


LEAKS – COOLANT – NONE PERMITTED


CAP – PRESENCE OF 


CAP OPERATION – OPEN AND CLOSE – NO BINDING

B.
HOSES AND FITTINGS


MOUNTING – COMPLETE AND SECURED,


NO INTERFERENCE AND INDICATED HOSES WITH


SPIRAL WRAP


CONDITION – NO CRACKS, FRAYING, OR KINKS


LEAKS – COOLANT – NONE PERMITTED

C.
FAN SHROUD


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, HOLES,


DEFORMATION, OR LOOSENESS


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL
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205








RADIATOR AND COOLER LINES – (CONT’D)

D.
FAN


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR BENDS


OPERATION – NOT CONTACTING SHROUD

E.
WARNING DECAL (FAN BLADE)


MOUNTING – COMPLETE AND SECURED


CONDITION – CORRECT DATA, LEGIBLE


PROPER SIZE, AND LOCATION

F.
FAN CLUTCH


MOUNTING – COMPLETE AND SECURED


LINES AND FITTINGS – SECURED, NO KINKS


OR CRACKS


LEAKS – OIL – NONE PERMITTED

G.
FAN CLUTCH MODULATOR AND RELAY


MOUNTING – COMPLETE AND SECURED

CONDITION – NO BREAKS, OR DEFORMATION


LINES AND FITTINGS – SECURED, NO KINKS


OR CRACKS


LEAKS – OIL – NONE PERMITTED


CONNECTORS – SEATED AND PROPERLY SECURED
CONDITION – NO FRAYING, CRACKS, OR BARE WIRES

H.
RADIATOR SURGE TANK


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, PUNCTURES, OR


DEFORMATION


LINES AND FITTINGS – SECURED, NO KINKS


OR CRACKS – PROPERLY ROUTED


COOLANT LEVEL – FULL TO FILL LINE (COLD)


COOLANT CONDITION – CLEAN


SURGE TANK CAP – SECURED


SEAL – SECURED, NO CRACKS OR TEARS


CAP OPERATION – OPEN AND CLOSE – NO BINDING
LEAKS – COOLANT – NONE PERMITTED

I.        WARNING DECAL (SURGE TANK CAP)                                                                                                                                                             

               MOUNTING – COMPLETE AND SECURED


CONDITION – CORRECT DATA, LEGIBLE,


PROPER SIZE, AND LOCATION 

AIR LIFT BRACKETS

               MOUNTING – COMPLETE AND SECURED

               DUST COVERS – INSTALLED AND SECURED


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL
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206

207
AIR LIFT BRACKETS – (CONT’D)

B.
SPLASH SHIELD – LEFT AND RIGHT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS,


OR SHARP EDGES


LH SHIELD ACCESS PANEL – PRESENCE OF

AIR INTAKE ASSEMBLY

A.
AIR CLEANER ASSEMBLY


MOUNTING – COMPLETE AND SECURED


FILTER CANISTER OPERATION – UNCLAMP AND


CLAMP – EASE OF OPERATION


FILTER ELEMENT – REMOVE FROM CANISTER – 


CLEAN, NO PUNCTURES

B.
DUCT TUBING AND AIR HORN ASSEMBLY


MOUNTING – COMPLETE AND SECURED


TUBING – NO KINKS, OR HOLES

C.
DECAL (NO STEP)


MOUNTING – COMPLETE AND SECURE


CONDITION – CORRECT DATA, LEGIBLE,


PROPER SIZE, AND LOCATION

ACCELERATOR LINKAGE

A.
LINKAGE CONNECTIONS


MOUNTING – COMPLETE AND SECURED


RETURN SPRING – PRESENCE OF


CONDITION – NO DEFORMATIONS OR BREAKS


OPERATION - NO INTERFERENCE OR BINDING

B.
CABLE


MOUNTING  - COMPLETE AND SECURED


CONDITION – NO SHARP BENDS


OPERATION – NO INTERFERENCE OR BINDING


VISUAL

VIS/TACTILE

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

FUNCTIONAL
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208










209





























210











 FIREWALL - ELECTRICAL HARNESS

               MOUNTING – COMPLETE AND SECURED

               GROMMETS AND FITTINGS – COMPLETE AND                                       

               SECURED

               WIRES – PROPERLY ROUTED – NO INTERFERENCE

              CONNECTORS – SEATED AND PROPERLY SECURED

              CONDITION – NO FRAYING, CRACKS, BARE WIRES, 

              OR CHAFING

WINDSHIELD WASHER SYSTEM

A.
RESERVOIR 


MOUNTING – COMPLETE AND SECURED


FLUID LEVEL – 1/3 FULL TO TOP OF RESERVOIR


CONDITION – NO CRACKS, OR HOLES


LEAKS – FLUID – NONE PERMITTED


CAP – PRESENCE OF 


CAP OPERATION – OPEN AND CLOSE – NO BINDING

B.
WASHER PUMP


MOUNTING – COMPLETE AND SECURED


FITTINGS – NO LEAKS


WIRING – PROPERLY ROUTED


CONNECTORS – SEATED AND PROPERLY SECURED


CONDITION – NO FRAYING, BARE WIRES, CRACKS,


OR CHAFING

C.
HOSES AND TUBING


MOUNTING – COMPLETE AND SECURED


NOZZLES – INSTALLED PROPERLY


CONDITION – NO CRACKS OR KINKS


LEAKS – FLUID – NONE PERMITTED

STEERING GEAR BOX AND SHAFT

A.
GEAR BOX


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BROKEN PARTS


LEAKS – FLUID/OIL – NONE PERMITTED 

B.
SHAFT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BENDS, CRACKS, 


OR OBSTRUCTIONS


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



210

211

212
STEERING GEAR BOX AND SHAFT – (CONT’D)

C.
U-JOINTS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO PLAY IN JOINTS


GREASE FITTINGS – INSTALLED AND SECURED,


GREASED

POWER STEERING PIPING AND RESERVOIR


FLUID LEVEL – FULL, CLEAN AS INDICATED 


THROUGH SIGHT GLASS


CAP – PRESENCE OF 


CAP OPERATION – OPEN AND CLOSE – NO BINDING


HOSE, LINES, FITTINGS – COMPLETE AND SECURED


UNIONS – NO LEAKS PERMITTED


HOSE – PROPERLY ROUTED – NO INTERFERENCE – 


INDICATED HOSES WITH SPIRAL WRAP


CONDITION – NO KINKS, CRACKS, SPLITS, OR LEAKS

BRAKE MASTER CYLINDER AND BOOSTER ASSEMBLY

A.
HOUSING


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS


LEAKS – FLUID – NONE PERMITTED

B.
RESERVOIR  - BRAKE FLUID


FLUID LEVEL – FRONT AND REAR – FULL


(1/8” TO 3/16” FROM FULL AT REAR OF RESERVOIR)


COVER SEAL – SECURED, NO CRACKS OR TEARS


COVER - SECURED


COVER OPERATION – OPEN AND CLOSE –


EASE OF OPERATION


VENTS – FREE OF OBSTRUCTIONS

C.
HOSES, LINES, AND FITTINGS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR KINKS, NO


INTERFERENCE OR CHAFING


LEAKS – FLUID – NONE PERMITTED

D.
PRESSURE LIMITING AND


PROPORTIONING/REGULATING VALVES

              MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS


LEAKS – FLUID – NONE PERMITTED


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



212

213

214
BRAKE MASTER CYLINDER AND BOOSTER ASSEMBLY

(CONT’D)

E.
PROPORTIONING VALVE 


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS


LEAKS – FLUID – NONE PERMITTED

PAINT

             CONDITION – CORRECT COLOR, COMPLETE             

             COVERAGE  NO RUNS, SAGS, ORANGE PEEL, PIN    

             HOLES, OR THIN AREAS

NAME, CAUTIONS, INSTRUCTION PLATES, AND DECALS

             MOUNTING – COMPLETE AND SECURED

             CONDITION – CORRECT DATA, LEGIBLE 

             PROPER SIZE, AND LOCATION


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



301

302

303

304
AREA NO. 3

CURB SIDE OF VEHICLE

BODY

             ALIGNMENT – PANELS

             CONDITION – NO SHARP EDGES, OR CRACKS

             COMPLETENESS – NO MISSING COMPONENTS

DOOR HINGES

             MOUNTING – COMPLETE AND SECURED

             OPERATION – OPEN AND CLOSE – NO BINDING OR

             INTERFERENCE

REAR FIXED HALF DOOR 

             MOUNTING – UNIFORM FIT TO BODY AND SECURED - 

             COMPLETENESS OF ASSEMBLY

             CONDITION – NO CRACKS  OR DEFORMATION

BALLISTIC DOORS 

A.
BALLISTIC – GLASS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR DELAMINATION

B.
RUBBER SEALS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO LOOSENESS OR SAGGING

C.
LATCH


PRESENCE OF STEEL BLADE HANDLE


MOUNTING – COMPLETE AND SECURED


OPERATION – OPEN AND CLOSE DOOR, NO


INTERFERENCE OR BINDING

D.
WINDOWS, MANUAL (SLIDING)


MOUNTING – COMPLETE AND SECURED


OPERATION – OPEN AND CLOSE DOOR, NO


INTERFERENCE OR BINDING


CONDITION –  NO CRACKS OR DELAMINATION


VISUAL

VIS/TACTILE

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

FUNCTIONAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




305






306






























307














REAR VIEW MIRROR

             MOUNTING – COMPLETE AND SECURE

             CONDITION – NO FOGGING, CRACKS, OR SCRATCHES

TIRES AND WHEELS (FRONT AND REAR)

A.
INFLATION VALVE AND CAP


MOUNTING – COMPLETE AND SECURED,


PROPERLY ALIGNED


CONDITION – NO CRACKS, SPLITS, ETC.


LEAKS – AIR – NONE PERMITTED

B.
TIRES


MOUNTING – BEAD SEATED COMPLETELY


CONDITION – NO CRACKS, PAINT OVERSPRAY,


OR OTHER IRREGULARITIES


PRESSURE – CHECK IN ACCORDANCE WITH


VEHICLE REQUIREMENT

C.
WHEELS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR BENDS

D.
AIR LIFT BRACKET – REAR


MOUNTING – COMPLETE AND SECURED


CONDITION – NO DAMAGE

FUEL FILLER PIPE

A.
CAP AND CHAIN


MOUNTING – COMPLETE AND SECURED


OPERATION – SHALL OPEN AND CLOSE FREELY

B.
CAP GASKET


MOUNTING – SECURED


CONDITION – NO CRACKS OR DETERIORATION

C.
FUEL SCREEN


MOUNTING – COMPLETE AND SECURED


CONDITION – NO TEARS


D.
FUEL FILLER NECK BEZEL


MOUNTING – COMPLETE AND SECURED


VISUAL

VISUAL

VISUAL

VISUAL

AUDITORY

VISUAL

VISUAL

AIR GAGE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




308





309 



















REFLECTORS – SIDE

             SIDE FRONT – COLOR – AMBER

             SIDE REAR – COLOR – RED

             MOUNTING – COMPLETE AND SECURED

             LENS CONDITION – NO CRACKS, CHIPS, SCRATCHES,

             OR MOISTURE

SIDE MARKER LIGHTS – (RIGHT REAR)

             MOUNTING – COMPLETE AND SECURED

             LENS CONDITION – NO CRACKS, CHIPS,                  

             ACCUMULATED MOISTURE, SCRATCHES, OR FOGGING

             CONNECTORS – SEATED AND LOCKED

             WIRING – PROPERLY ROUTED, NO INTERFERENCE

             CONDITION – NO FRAYING, CRACKS, BARE WIRES, 

             OR CHAFING

PAINT

             CONDITION – CORRECT COLOR, COMPLETE   

             COVERAGE, NO RUNS, SAGS, ORANGE PEEL, 

             PIN HOLES, OR THIN AREAS

NAME, CAUTION, INSTRUCTION PLATES, AND DECALS

             MOUNTING – COMPLETE AND SECURED

             CONDITION – CORRECT DATA, LEGIBLE, PROPER SIZE,

             AND LOCATION 


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



402

403

404


AREA NO. 4

REAR OF VEHICLE

A.
TAILGATE AND BODY


MOUNTING – UNIFORM  FIT TO BODY


SEALS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO RIPS OR TEARS

B.
TAILGATE HINGES


MOUNTING – COMPLETE AND SECURED


OPERATION – LOWER AND RAISE, NO BINDING


OR INTERFERENCE 

C.
TAILGATE SAFETY CHAIN AND HOOKS


MOUNTING – COMPLETE AND SECURED


OPERATION – UNHOOK AND HOOK – NO


INTERFERENCE – ATTACHING LINKS FULLY


CLOSED

LAMPS 

             REAR TAIL/BLACKOUT LAMPS (RIGHT AND LEFT)

             MOUNTING – COMPLETE AND SECURED

             LENS CONDITION – NO CRACKS, CHIPS,

             ACCUMULATED MOISTURE, FOGGING, OR SCRATCHES

REFLECTORS (RIGHT AND LEFT)

             MOUNTING – COMPLETE AND SECURED

             LENS CONDITION – NO CRACKS, CHIPS,

             SCRATCHES, OR MOISTURE

             COLOR – RED

FRAME ENDS – REAR

A.
REAR BUMPER


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP

               EDGES

B.
REAR LIFT SHACKLES


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP


EDGES


VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE




ITEM
NO.



CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



404

405

406

407
FRAME ENDS – REAR – (CONT’D)

C.
PINTLE HOOK


MOUNTING – COMPLETE AND SECURED


OPERATION – OPEN AND CLOSE, FREE TO


PIVOT 360 DEGREES (TWO HAND MOVEMENT)


LOCKING PIN AND CHAIN – LOCK AND UNLOCK

D.
SAFETY CHAIN BRACKET


MOUNTING – COMPLETE AND SECURED


CONDITION – NO DISTORTION OR CRACKS

E.
REAR SHACKLES 

              MOUNTING – COMPLETE AND SECURED

              CONDITION – NO CRACKS OR DEFORMATION

TRAILER RECEPTACLE (ELECTRICAL)

A.
MOUNTING – COMPLETE AND SECURED


B.
COVER AND SPRING – PROPER OPERATION

C.
RUBBER SEAL – NO CRACKS OR TEARS


D.
WIRING


MOUNTING – COMPLETE AND SECURED


CONNECTORS – SEATED AND PROPERLY


SECURED


CANNON PLUG – SEATED AND PROPERLY


SECURED


CONDITION – PROPERLY ROUTED – NO CRACKS,


FRAYING, BARE WIRES, OR CHAFING

PAINT

             CONDITION – CORRECT COLOR, COMPLETE       

             COVERAGE, NO RUNS, SAGS, ORANGE PEEL, 

             PIN HOLES, OR THIN AREAS

NAME, CAUTION, INSTRUCTION PLATES, AND DECALS

             MOUNTING – COMPLETE AND SECURED

             CONDITION – CORRECT DATA, LEGIBLE, PROPER SIZE,    

             AND LOCATION


VISUAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS








501







502







503







504































AREA NO. 5

ROAD SIDE OF VEHICLE
BODY

             ALIGNMENT – PANELS

             CONDITION – NO SHARP EDGES, OR CRACKS

             COMPLETENESS – NO MISSING COMPONENTS

DOOR HINGES

             MOUNTING – COMPLETE AND SECURED

             OPERATION  - OPEN AND CLOSE – NO BINDING OR

             INTERFERENCE

REAR FIXED HALF DOOR 

             MOUNTING – UNIFORM FIT TO BODY AND SECURED -

             COMPLETENESS OF ASSEMBLY

             CONDITION – NO CRACKS, OR DEFORMATION

BALLISTIC DOORS 

A.
BALLISTIC – GLASS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR DELAMINATION

B.
RUBBER SEALS


MOUNTING – COMPLETE AND SECURED,
CONDITION – NO LOOSENESS OR SAGGING

C.
LATCH


PRESENCE OF STEEL BLADE HANDLE


MOUNTING – COMPLETE AND SECURED


OPERATION – OPEN AND CLOSE DOOR, NO


INTERFERENCE OR BINDING

D.
WINDOWS, MANUAL (SLIDING)


MOUNTING – COMPLETE AND SECURED


OPERATION – OPEN AND CLOSE, NO


INTERFERENCE OR BINDING


CONDITION – NO CRACKS OR DELAMINATION


VISUAL

VIS/TACTILE

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

FUNCTIONAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



507









508







REAR VIEW MIRROR

             MOUNTING – COMPLETE AND SECURED

             CONDITION – NO FOGGING, CRACKS, OR SCRATCHES

TIRES AND WHEELS (FRONT AND REAR)

A.
INFLATION VALVE AND CAP


MOUNTING – COMPLETE AND SECURED,


PROPERLY ALIGNED


CONDITION – NO CRACKS, SPLITS, ETC.


LEAKS – AIR – NONE PERMITTED

B.
TIRES


MOUNTING – BEAD SEATED COMPLETELY


CONDITION – NO CRACKS, PAINT OVERSPRAY,


OR OTHER IRREGULARITIES


PRESSURE – CHECK IN ACCORDANCE WITH


VEHICLE REQUIREMENT

C.
WHEELS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR BENDS

D.
AIR LIFT BRACKET – REAR


MOUNTING – COMPLETE AND SECURED


CONDITION – NO DAMAGE

REFLECTORS – SIDE

             SIDE FRONT – COLOR – AMBER

             SIDE REAR – COLOR – RED

             MOUNTING – COMPLETE AND SECURED

             LENS CONDITION – NO CRACKS, CHIPS, SCRATCHES,

             OR MOISTURE


SIDE MARKER LIGHTS – (LEFT REAR)

             MOUNTING – COMPLETE AND SECURED

             LENS CONDITION – NO CRACKS, CHIPS, 

             ACCUMULATED MOISTURE, SCRATCHES, OR FOGGING

             CONNECTORS – SEATED AND LOCKED

             WIRING – PROPERLY ROUTED, NO INTERFERENCE

             CONDITION – NO FRAYING, CRACKS, BARE WIRES, OR

             CHAFING


VISUAL

VISUAL

VISUAL

VISUAL

AUDITORY

VISUAL

VISUAL

AIR GAGE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



509






510







PAINT

             CONDITION – CORRECT COLOR, COMPLETE 

             COVERAGE, NO RUNS, SAGS, ORANGE PEEL, 

             PIN HOLES, OR THIN AREAS

NAME, CAUTION, INSTRUCTION PLATES, AND DECALS

             MOUNTING – COMPLETE AND SECURED

             CONDITION – CORRECT DATA, LEGIBLE, PROPER SIZE,

             AND LOCATION



VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS












601






















602







603









604





AREA NO. 6

TRUCK UTILITY: ARMAMENT CARRIER,

ARMORED

MODEL NO. M1025
ARMOR PLATES (UNDER HOOD)

A.
SPLASH SHIELD ARMOR – LEFT AND RIGHT 


MOUNTING – COMPLETE AND SECURED

B. FRONT GRILL ARMOR 


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR BUCKLING

C.
TOP GRILL ARMOR 


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR BUCKLING

D.
COWL ARMOR – LEFT AND RIGHT 


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR BUCKLING

BALLISTIC WINDSHIELDS (2)

             MOUNTING – COMPLETE AND SECURED

             CONDITION – NO SCRATCHES IN DRIVERS VIEW

             NO CRACKS OR DELAMINATION
ROOF ASSEMBLY

             MOUNTING – COMPLETE AND SECURED

             ROLLBAR – PRESENCE OF

             CONDITION – NO CRACKS, BURRS, OR SHARP EDGES

             WELDS – NO CRACKS, SKIPPED WELDS, BURNOUTS,

             OR HOLES

ROOF LINERS (INSULATION)

             MOUNTING – SECURED WITH RETAINERS – NO 

             SAGGING

             CONDITION – NO CUTS OR TEARS


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




605






606










































LOWER SIDE RAIL – ARMOR 

   LEFT AND RIGHT – FRONT   

   LEFT AND RIGHT – REAR  

             MOUNTING – COMPLETE AND SECURED, NO 

             LOOSENESS

             CONDITION – NO BUCKLING


TURRET SUPPORT AND WEAPONS STATION

A.
BEARING (RING MOUNT)


MOUNTING – COMPLETE AND SECURED


OPERATION – ROTATE 360 DEGREES –


NO INTERFERENCE


WELDS – NO CRACKS, BURNOUTS, OR HOLES

B.
WEAPONS STATION HATCH


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR SHARP EDGES


OPERATION – RAISE AND LOWER –


NO BINDING OR INTERFERENCE

C.
BACKREST


MOUNTING – COMPLETE AND SECURED


CONDITION – NO TEARS OR CUTS ON PADDING

D.
WEAPON STATION LOCK


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR SHARP EDGES


OPERATION – LOCKS WEAPONS STATION –


NO ROTATION

E.
ARMAMENT MOUNT ASSY


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BURRS OR SHARP EDGES

F.
GUNNER’S SLING


MOUNTING – COMPLETE AND SECURED


CONDITION – NO FRAYS, CUTS OR 


LOOSE STITCHING

G.
HATCH LATCHES


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BURRS OR SHARP EDGES


OPERATION – SECURES COVER IN OPEN


AND CLOSED POSITION


VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VIS/TACTILE

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

FUNCTIONAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

FUNCTIONAL






ITEM
NO.



CHARACTERISTIC



INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



607











609


610


611






612



ANTI SKID (WEAPON STATION)

             MOUNTING – COMPLETE AND SECURED

             CONDITION – NO RIPS, TEARS, OR WRINKLES,

             GOOD ADHESION

CARGO SHELL – REAR TAILGATE – STEEL APPLIQUES

             MOUNTING – COMPLETE AND SECURED,

             NO LOOSENESS

             CONDITION – NO BUCKLING

WHEELWELLS – INTERIOR SURFACES – LEFT AND RIGHT – REAR  ARMOR  

             MOUNTING – COMPLETE AND SECURED,

             NO LOOSENESS

             CONDITION – NO  BUCKLING

CARGO DOOR ASSEMBLY

             MOUNTING – COMPLETE AND SECURED

             CONDITION – NO CRACKS, BURRS, OR SHARP

             EDGES – UNIFORM FIT TO BODY PANELS

             OPERATION IN EITHER OF THE TWO (2)

             POSITIONS – LATCH AND UNLATCH – NO

             BINDING OR INTERFERENCE

SEAL

             MOUNTING – COMPLETE AND SECURED

             CONDITION – NO TEARS, CUTS, OR

             LOOSE ADHESION

DOOR CHECK AND CABLE – LEFT AND RIGHT

             MOUNTING – COMPLETE AND SECURED

             OPERATION – OPEN AND CLOSE –

             NO BINDING OR INTERFERENCE


VISUAL

VIS/TACTILE

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

FUNCTIONAL

VISUAL

VIS/TACTILE

VISUAL

FUNCTIONAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




613






614






615






616







618


















PERSONNEL STOWAGE BRACKET INSTALLATION

             MOUNTING – COMPLETE AND SECURED

             CONDITION – NO BURRS OR SHARP EDGES

CARGO DOOR REMOVAL ASSIST HANDLE

             MOUNTING – COMPLETE AND SECURED

             CONDITION – NO BURRS OR SHARP EDGE

CARGO DOOR OPENING ASSIST SPRINGS –

LEFT AND RIGHT (2)

             MOUNTING – COMPLETE AND SECURED

             OPERATION – NO BINDING

TIEDOWN BRACKETS

             MOUNTING – COMPLETE AND SECURED

             CONDITION – NO BROKEN WELDS, CRACKS, OR  

             SHARP EDGES                  

ARMAMENT STOWAGE – ARMY, INSTALLATION PER 

DRAWING 12342464

A.
RIFLE (M16) STOWAGE BRACKET


(RIGHT AND LEFT FRONT – RIGHT AND


LEFT REAR – UPPER AND LOWER)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR


SHARP EDGES

B.
RADIAC METER AND NIGHT VISION GOGGLES


STOWAGE (UNDER RIGHT REAR SEAT BASE)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS


VISUAL

VIS/TACTILE

VISUAL

VIS/TACTILE

VISUAL

FUNCTIONAL

VISUAL

VIS/TACTILE

VISUAL

VIS/TACTILE

VISUAL

VIS/TACTILE

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



619




























































ARMAMENT STOWAGE – ARMY – (CONT’D)

C.
GUN MOUNT AND PINTLE ADAPTER STOWAGE


PLATE , MOUNTS


MOUNTING – COMPLETE AND SECURED



CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

D.
50 CAL. AMMO BOX TRAY (DOUBLE) AND 


REINFORCEMENT – TOP RIGHT WHEELHOUSE


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

E.
NIGHT SIGHT STOWAGE (TOP RIGHT 


WHEELHOUSING) AND RETAINERS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

F.
GUN STOWAGE PLATES, MOUNTS AND STOP


(TOP – RIGHT REAR CARGO FLOOR)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

G.
M3 TRIPOD STOWAGE BRACKET


(REAR CARGO FLOOR)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

H.
40 MM AMMO BOX TRAY AND REINFORCEMENT


(DOUBLE) – REAR CARGO FLOOR


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS
VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




619



























































ARMAMENT STOWAGE – ARMY – (CONT’D)

I.
40 MM AND 50 CAL AMMO BOX TRAY


COMBINATION AND REINFORCEMENT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

J.
WATER CAN TRAY AND BRACE


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS


BUMPER – COMPLETE AND SECURED


CONDITION – NO CUTS, TEARS, OR LOOSENESS

K.
DECON TRAY


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS


BUMPER – COMPLETE AND SECURED


CONDITION – NO CUTS, TEARS, OR LOOSENESS

L.
SPARE BARREL AND CLEANING KIT STOWAGE –


(TOP-LEFT WHEELHOUSING)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS  - COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

M.
TELEPHONE AND CABLE REEL –


(TOP LEFT WHEELHOUSING)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

N.
50 MM CAL AMMO BOX (SINGLE)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



619

620

621


ARMAMENT STOWAGE – ARMY – (CONT’D)

O.
GUNNER, PLATFORM – ADJUSTABLE


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, SPLITS, BURRS,


OR SHARP EDGES


STRAPS – NO FRAYING, PUNCTURES, OR CUTS


CONDITION – NO FRAYING, PUNCTURES,


OR CUTS


OPERATION – GUNNER’S PLATFORM –


EASE OF MOVEMENT – NO BINDING OR


INTERFERENCE


P.
D-RING – TIE DOWN RETAINERS (10)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BROKEN RING – NO BURRS


OR SHARP EDGES

Q.
ANTENNA MOUNT PROVISION (EXTERIOR –


TAILGATE)


MOUNTING – COMPLETE AND SECURED


PLUGS – PRESENCE OF (4)

R.
CAMOUFLAGE PACK STRAPS


(EXTERIOR TAILGATE)


MOUNTING – COMPLETE AND SECURED


CONDITION – CORRECT COLOR – NO FRAYING,


PUNCTURES, OR CUTS

S.
DEMOLITION KIT STRAP


MOUNTING – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, OR CUTS

T.
TRI-MOUNT STRAP AND PAD


MOUNTING – COMPLETE AND SECURED


CONDITION – NO FRAYING, PUNCTURES, CUTS,


OR TEARS

NAME, CAUTION, INSTRUCTION PLATES, AND DECALS

MOUNTING – COMPLETE AND SECURED

CONDITION – CORRECT DATA, LEGIBLE,

PROPER SIZE, AND LOCATION

PAINT

             CONDITION – CORRECT COLOR, COMPLETE  

             COVERAGE, NO RUNS, SAGS, ORANGE PEEL, PIN  

             HOLES, OR THIN AREAS



VISUAL

VIS/TACTILE

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL





ITEM

NO.
CHARACTERISTIC
INSPECTION

METHOD
SYMBOL
INSPECTORS

INITIALS




701




702
















































AREA NO. 7

CAB INTERIOR

GENERAL – INSPECT FOR BURRS AND SHARP EDGES

INJURIOUS TO PERSONNEL

INSTRUMENT PANEL

A.
INSTRUCTION PLATES AND DECALS


MOUNTING – COMPLETE AND SECURED


CONDITION – CLEAR AND CLEAN – NO BURRS OR  

              SHARP EDGES


ALL INSTRUCTIONS, CAUTION, WARNING PLATES –


PRESENT AND LEGIBLE

B.
GAUGES


MOUNTING – COMPLETE AND SECURED


CONDITION – PROPER LABELS, GLASS NOT BROKEN


OR PAINTED, GRADUATIONS EASY TO READ,


NO SCRATCHES, MOISTURE, FOGGING, OR CHIPS


ILLUMINATION – NORMAL AND BLACKOUT


GAUGES VISIBLE – ON AND OFF

C.
SPEEDOMETER AND CABLE ASSY


MOUNTING – COMPLETE AND SECURED –


PROPERLY ROUTED


CONDITION – NO INTERFERENCE OR SHARP BENDS

D.
WARNING LIGHTS:  WAIT TO START, BRAKE,


TRANSMISSION INDICATOR, AND TRANSFER CASE


MOUNTING – COMPLETE AND SECURED


CONDITION OF LENS – NO CRACKS, PAINT, OR


MOISTURE


OPERATION – TURN ON AND OFF

E.
CONTROL SWITCHES AND LEVERS:


MOUNTING – COMPLETE AND SECURED


OPERATION – EASE OF OPERATION – ON AND OFF

F. 
WINDSHIELD DEFROSTER


MOUNTING  - COMPLETE AND SECURED


OPERATION – TURN ON AND OFF


VIS/TACTILE

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL &

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL 

FUNCTIONAL

VISUAL

FUNCTIONAL

VISUAL

FUNCTIONAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



702












































703













INSTRUMENT PANEL – (CONT’D)

G.
DEFROSTER DUCTING


MOUNTING – COMPLETE AND SECURED,


PROPERLY ROUTED


CONDITION – NO KINKS, HOLES, ETC.

H.
WINDSHIELD WIPER MOTOR


MOUNTING – COMPLETE AND SECURED


OPERATION – TURN ON AND OFF

I.
WINDSHIELD WIPER ARM PIVOTS


MOUNTING – COMPLETE AND SECURED


OPERATION – PIVOT FUNCTION

J.
WINDSHIELD WASHER 


OPERATION – DISPENSE FLUID WHEN DEPRESSED –


STOP UPON RELEASE

K.
PERSONNEL HEATER


MOUNTING – COMPLETE AND SECURED


CONDITION OF DUCT WORK AND FRESH AIR


BOOT – NO RIPS OR HOLES


OPERATION OF CABLES – SHALL OPERATE 


FREELY


CONDITION OF CABLES – NO DAMAGE

L.
CABLE ASSEMBLY – HAND THROTTLE


MOUNTING – COMPLETE AND SECURED


CONDITION – NO KINKS OR SHARP BENDS –


PROPERLY ROUTED


COTTER PIN AND WASHER – PRESENCE OF –


COMPLETE AND SECURED


OPERATION – TURN AND RELEASE, PULL AND


LOCK – EASE OF OPERATION – NO BINDING OR


INTERFERENCE

RADIO RACK, FRONT

             MOUNTING – COMPLETE AND SECURED

             CONDITION  -- NO CRACKS, BURRS, OR SHARP 

             EDGES

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

FUNCTIONAL

FUNCTIONAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VIS/TACTILE






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



704

705

706
RADIO AND ANTENNA CABLES

             MOUNTING – COMPLETE AND SECURED

             WIRING – PROPERLY ROUTED – NO INTERFERENCE

             CONNECTORS – SEATED AND SECURED

             CLAMPS – COMPLETE AND SECURED

             CONDITION OF WIRING – NO FRAYING, CRACKS,

             BARE WIRES, OR CHAFING

UNDER DASH AREA

A.
ROAD SIDE


WIRING AND CONNECTORS – PROPERLY ROUTED


AND SECURED, NO INTERFERENCE

B.
CURB SIDE


WIRING AND CONNECTORS – PROPERLY ROUTED


AND SECURED, NO INTERFERENCE


BLOWER MOTOR HOSE – PROPERLY ROUTED


AND SECURED


CONDITION – NO RIPS, TEARS, OR PUNCTURES

C.
FRESH AIR LOUVER


MOUNTING – COMPLETE AND SECURE


OPERATION – OPEN AND CLOSE, NO INTERFERENCE


OR BINDING

STEERING COLUMN ASSEMBLY

A.
STEERING WHEEL


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP EDGES


OPERATION – NO BINDING WHEN ROTATED

B.
HORN BUTTON


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS


OPERATION – PRESENCE OF WARNING SOUND –


(HORN SHALL NOT OPERATE IN BLACK-OUT MODE)


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VIS/TACTILE

FUNCTIONAL

VISUAL

VISUAL

FUNCTIONAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



706


























707























STEERING COLUMN ASSEMBLY – (CONT’D)

C.
TURN SIGNAL ASSEMBLY


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKED OR BROKEN


INDICATOR LENS


OPERATION – PROPER ILLUMINATION, RIGHT,


LEFT, AND HAZARD – ON AND OFF – TURN


SIGNAL SHALL BE SELF CANCELING

D.
STEERING COLUMN


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP EDGES

E.
SHAFT AND U - JOINT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR BENDS


GREASE FITTINGS – INSTALLED AND SECURED –


GREASED


OPERATION – NO BINDING, EASE OF MOVEMENT

PEDALS

A.
BRAKE PEDAL


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BENDS OR BREAKS


OPERATION – APPLY AND RELEASE –


SHALL NOT BOTTOM OUT

B.
ACCELERATOR PEDAL


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR BENDS


OPERATION – MOVES FREELY, COMPLETE RETURN


VISUAL

VISUAL

VISUAL &

FUNCTIONAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

FUNCTIONAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



708

709

710

711


TRANSMISSION & TRANSFER CONTROLS

A.
TRANSMISSION CONTROL


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BENDS OR BREAKS


OPERATION – NO BINDING; DETENTS IN EACH GEAR


ILLUMINATION – NORMAL AND BLACKOUT – 


PROPER VISIBILITY

B.
TRANSFER CONTROL


MOUNTING – COMPLETE AND SECURED


CONDITION – NO BENDS OR BREAKS


OPERATION – NO BINDING; ENGAGES IN ALL


POSITIONS


LAMP ASSEMBLY – COMPLETE AND SECURED


WIRING – PROPERLY ROUTED – NO INTERFERENCE


CONDITION – NO FRAYING, CRACKS, BARE WIRES,


OR CHAFING


OPERATION – SHIFT TRANSFER CASE INTO LOW


LOCK, LIGHT SHALL ILLUMINATE – IF LIGHT DOES


NOT GLOW RELEASE ACCELERATOR PEDAL


MOMENTARILY TO ENGAGE TRANSFER CASE LOCK.


LIGHT SHALL GLOW

PARKING BRAKE HANDLE

             MOUNTING – COMPLETE AND SECURED

             CONDITION  - NO BENDS OR BREAKS

             OPERATION – LOCKS AND UNLOCKS BRAKE – NO

             BINDING OR INTERFERENCE

HIGH BEAM DIMMER SWITCH ASSEMBLY

             MOUNTING – COMPLETE AND SECURED

             OPERATION – SHALL OPERATE FREELY – ON AND OFF

ENGINE COVER AND FRONT FLOOR

A.
FLOOR


MOUNTING – SECURED AND UNIFORM FIT OF 


PANELS


CONDITION – NO TEARS, CRACKS, SPLITS, HOLES,


BURRS, SHARP EDGES, OR MISSING PAINT;


DRAIN HOLES OPEN

B.
ENGINE COVER AND FRONT FLOOR


MOUNTING – COMPLETE AND SECURED


CONDITION – NO TEARS, CRACKS, HOLES, BURRS,  

              OR SHARP EDGES


OPERATION – LATCHES,  LOCK AND UNLOCK


VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

FUNCTIONAL

VISUAL

VIS/TACTILE

VISUAL

VIS/TACTILE

FUNCTIONAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 711


 712

713
ENGINE COVER AND FRONT FLOOR - (CONT’D)

C.
FIRE EXTINGUISHER AND BRACKET


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP EDGES

DIAGNOSTIC CONNECTOR – STE/ICE

             MOUNTING – SCREWS (4) – COMPLETE AND SECURED

             DUST CAP AND CHAIN – COMPLETE AND SECURED

             DUST CAP – UNSCREW AND SCREW ON – SHALL  

             OPERATE FREELY

             DIAGNOSTIC CONNECTOR – PROPERLY WIRED

SEATS

A.
DRIVERS SEAT


FRAME – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP EDGES


OPERATION – ADJUST IN EACH POSITION –


NO INTERFERENCE

B.
STORAGE COMPARTMENT – UNDER DRIVER SEAT


VELCRO COVER 


MOUNTING – COMPLETE AND SECURED


CONDITION – NO TEARS

C.
COMMANDER SEAT


FRAME – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP EDGES

D.
REAR SEATS – (LEFT AND RIGHT)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO TEARS, HOLES, FRAYS,


OR CRACKED MOUNTINGS

E.
3 POINT SEAT BELTS (2 AND 4 MAN)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO FRAYS, RIPS, OR HOLES


OPERATION – LOCK AND UNLOCK – NO BINDING


OR INTERFERENCE – BELTS EXTEND AND RETRACT

 F.          CUSHIONS

MOUNTING  --  COMPLETE AND SECURE

CONDITION  --  NO RIPS OR TEARS   

VISUAL

VIS/TACTILE

VISUAL

VISUAL

FUNCTIONAL

DCA TESTER

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




 714






 715




















 716
FLOOR MATS AND TUNNEL COVERING

             MOUNTING – COMPLETE AND SECURED

             CONDITION – NO DAMAGE

BATTERY BOX AND BATTERIES – RIGHT FRONT

PASSENGER SEAT

A.
BATTERY BOX


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR CORROSION –


DRAIN HOLES OPEN

B.
BATTERY BOX COVER


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP EDGES


OPERATION – REMOVE COVER AND REPLACE,


LATCHES OPERATIONAL

C.
BATTERIES


MOUNTING – COMPLETE AND SECURED


CONDITION – CLEAN, NO LEAKS OR CRACKS,


ALL CAPS SECURED


CABLES – PRESENCE OF AND SECURED


CONDITION OF CABLES – NO FRAYING,


BARE WIRES, CRACKS, OR CHAFING


CABLE CLAMPS – CLEAN AND TIGHT

D.
BATTERY TRAY


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR WARPAGE

SLAVE RECEPTACLE

A.
RECEPTACLE


MOUNTING – COMPLETE AND SECURED


POLARITY – NOT REVERSED

B.
CAP AND CHAIN


MOUNTING – COMPLETE AND SECURED

C.
RUBBER GASKET 

CONDITION – NO CRACKS OR DETERIORATION


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

CONTINUITY

TESTER

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 716

 717



 718
SLAVE RECEPTACLE – (CONT’D)

D.
WIRING


MOUNTING – PROPERLY ROUTED – COMPLETE


AND SECURED


PROTECTIVE COVER – PROPERLY INSTALLED –


SECURED


CONDITION – NO CRACKS, RIPS, TEARS, OR FRAYING

REAR CARGO FLOOR AREA – LEFT & RIGHT

A.
CARGO FLOOR AREA


MOUNTING – UNIFORM FIT OF PANELS


CONDITION – NO TEARS, CRACKS, SPLITS,


HOLES, BURRS, OR SHARP EDGES –


DRAIN HOLES OPEN

B.
FOOTWELL COVERS (PASSENGER SEAT BACKS)


LEFT AND RIGHT


CONDITION – NO CRACKS, BURRS, OR SHARP EDGES


QUARTER-TURN FASTENERS  - PROPERLY 


ATTACHED


OPERATION – REMOVE AND REPLACE PANELS


CONDITION OF CUSHIONS – NO RIPS OR TEARS

STORAGE COMPARTMENT – LEFT AND RIGHT 

UNDER PASSENGER SEATS 

A.
STORAGE COMPARTMENT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP EDGES


OPERATION – LATCHES – OPEN AND CLOSE,


SHALL OPERATE FREELY

B.
TRANSMISSION CONTROL MODULE


(LEFT STORAGE COMPARTMENT – ALL MODELS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS, OR SHARP EDGES


WIRING – NO CHAFING, FRAYING, AND PROTECTED


THROUGH BODY BY GROMMET

C.
FLOOR AND SIDE INSULATION 


MOUNTING – COMPLETE AND SECURED


CONDITION – NO DAMAGE


VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VIS/TACTILE

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VIS/TACTILE

FUNCTIONAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




 719





 720











PAINT

             CONDITION – CORRECT COLOR, COMPLETE     

             COVERAGE, NO RUNS, SAGS, ORANGE PEEL, PIN 

             HOLES, OR THIN AREAS

NAME, CAUTION, INSTRUCTION PLATES, AND DECALS

             MOUNTING – COMPLETE AND SECURED

             CONDITION – CORRECT DATA, LEGIBLE, PROPER SIZE,

             AND LOCATION


VISUAL

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



801

 802
AREA NO. 8

UNDERSIDE OF VEHICLE
ENGINE

A.
OIL PAN


MOUNTING – COMPLETE AND SECURED


DRAIN PLUG – SECURED


CONDITION – NO CRACKS


LEAKS – OIL – NONE PERMITTED  

B.
OIL FILTER – COMPLETE AND SECURED


LEAKS – OIL- NONE PERMITTED

C.
ENGINE BLOCK


MOUNTING – COMPLETE AND SECURED


PRESENCE OF PLUGS

LEAKS – OIL/COOLANT – NONE PERMITTED

D.
STARTER


MOUNTING – COMPLETE AND SECURED


CONNECTIONS – COMPLETE AND SECURED


WIRING – PROPERLY ROUTED


CONDITION – NO BARE CABLES, CRACKS, OR


FRAYED INSULATION

POWER STEERING PUMP ASSEMBLY

A.
PUMP


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR HOLES


LEAKS – FLUID – NONE PERMITTED

B.
RESERVOIR


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR HOLES


LEAKS – FLUID – NONE PERMITTED

C.
HOSES, LINES, FITTINGS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, KINKS, OR SPLITS


LEAKS – FLUID  - NONE PERMITTED


VISUAL

VIS/TACTILE

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC



INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 803







































 804














STEERING LINKAGE

A.
STEERING COLUMN SHAFT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO DEFORMATION OR CRACKS, 


NO RIPS OR CRACKS ON STEERING SHAFT BOOT

B.
CENTER LINK


MOUNTING – COMPLETE AND SECURED

C.
TIE ROD – LEFT & RIGHT


MOUNTING – COMPLETE AND SECURED


GREASE FITTINGS – INSTALLED AND


SECURED, GREASED


RUBBER BOOTS – NO CRACKS, RIPS, OR


DETERIORATION

D.
TIE ROD ADJUSTMENT SLEEVES


MOUNTING – COMPLETE AND SECURED


CLAMPS – MOUNTINGS – COMPLETE, POSITIONED,


AND SECURED

E.
STEERING GEAR


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR LEAKAGE

F.
IDLER ARM


MOUNTING – COMPLETE AND SECURED


GREASE FITTINGS – INSTALLED AND SECURED,


GREASED


RUBBER BUSHINGS – NO CRACKS, RIPS, OR


DETERIORATION

FRONT SUSPENSION

A.
LOWER CONTROL ARMS


MOUNTING – COMPLETE AND SECURED


RUBBER BUSHINGS – NO CRACKS, RIPS,


OR DETERIORATION

B.
UPPER CONTROL ARMS


MOUNTING – COMPLETE AND SECURED


RUBBER BUSHINGS – NO CRACKS, RIPS,


OR DETERIORATION
VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 804






























 805
























FRONT SUSPENSION – (CONT’D)

C.
BALL JOINTS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO PLAY


GREASE FITTINGS – INSTALLED AND SECURED,


GREASED


RUBBER BOOTS – NO TEARS, HOLES,


OR DETERIORATION

D.
SPRINGS


MOUNTING – SEATED PROPERLY


CONDITION – NO CRACKS OR SAGS

E.
SHOCK ABSORBERS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR LEAKS


RUBBER BUSHINGS – NO TEARS, RIPS,


OR DETERIORATION


LEAKS – OIL – NONE PERMITTED

F.
STABILIZER BAR


MOUNTING – COMPLETE AND SECURED


OPERATION – NO INTERFERENCE WITH FRAME

FRONT AXLE ASSEMBLY

A.
GEARED HUBS


MOUNTING – COMPLETE AND SECURED


COTTER PINS AT BALL JOINTS AND TIE-ROD ENDS –


COMPLETE AND SECURED


VENT LINE – SECURED, NO KINKS, BENDS, OR LEAKS


DRAIN PLUG – SECURED, NO LEAKS


SEALS – NO LEAKAGE OR DETERIORATION


OIL LEVEL – FULL AND CLEAN


LEAKS – OIL – NONE PERMITTED

B.
HALF SHAFTS


MOUNTING – COMPLETE AND SECURED


PLAY – NONE PERMITTED


RUBBER BOOTS – NO TEARS, RIPS, OR 


DETERIORATION


VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 805

 806

 807
FRONT AXLE ASSEMBLY – (CONT’D)

C.
DIFFERENTIAL HOUSING


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR HOLES


PLUGS – SECURED, NO LEAKS PERMITTED


SEALS – NO LEAKAGE OR DETERIORATION


VENT LINE – SECURED, NO KINKS, BENDS, 


OR LEAKS


OIL LEVEL – FULL AND CLEAN


LEAKS – OIL – NONE PERMITTED

FRONT BRAKE ASSEMBLY

A.
ROTORS


MOUNTING – COMPLETE AND SECURED


CONDITION – CLEAN – NO GROOVES, CRACKS,


OR WARPAGE

B.
CALIPERS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO LEAKS, CRACKS, OR BINDING


PADS – PRESENCE OF


CONDITION – CLEAN, FREE OF OIL, NO CRACKS

C.
LINES AND FITTINGS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR KINKS


LEAKS – FLUID – NONE PERMITTED

D.
BRAKE PROTECTION  GUARD, FRONT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR DAMAGE

FRONT FRAME SECTION

A.
FRAME RAILS, CROSSMEMBERS, AND UNDERBODY


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS

B.
BODY MOUNTS


MOUNTING – COMPLETE AND SECURED


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL





ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 807

 808

 809
FRONT FRAME SECTION – (CONT’D)

C.
TIE DOWN BRACKETS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS

D.
ELECTRICAL HARNESS ASSEMBLY – BODY


MOUNTING – GROMMETS AND CLIPS –


COMPLETE AND SECURED


CONNECTOR – SEATED AND PROPERLY SECURED


CONDITION – PROPERLY ROUTED, NO FRAYING,


CRACKS, CHAFING, OR BARE WIRES

HORN ASSEMBLY

A.
HORN


MOUNTING – COMPLETE AND SECURED

B.
WIRING


MOUNTING – COMPLETE AND SECURED


CONDITION – PROPERLY ROUTED, NO CRACKS,


FRAYING, BARE WIRES, OR CHAFING

TRANSMISSION ASSEMBLY

A.
FLYWHEEL HOUSING ACCESS COVER


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR HOLES


LEAKS – OIL/FLUID – NONE PERMITTED

B.
TRANSMISSION HOUSING


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR LEAKS


SEALS – NO LEAKS PERMITTED


OIL PAN – NO LEAKS, CRACKS, OR DENTS


DIP STICK TUBE – SECURED, NO LEAKAGE


FITTINGS – SECURED, NO LEAKAGE


VENT LINE – SECURED, NO LEAKAGE,


KINKS, OR BENDS


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




 809
















 810


























 811
TRANSMISSION ASSEMBLY – (CONT’D)

C.
LINKAGE


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR BENDS


OPERATION – NO BINDING

D.
COOLER LINES AND FITTINGS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR KINKS


LEAKS – FLUID – NONE PERMITTED

TRANSFER CASE ASSEMBLY

A.
TRANSFER CASE HOUSING


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR LEAKS


SEALS – NO LEAKAGE


OIL LEVEL – FULL AND CLEAN


FILL AND DRAIN PLUGS – SECURED, NO 


LEAKS PERMITTED


VENT LINES – SECURED, NO KINKS, BENDS OR


LEAKS


SPEEDO ADAPTER – SECURED, NO LEAKS


PERMITTED


SPEEDO CABLE – COMPLETE AND SECURED


CONDITION – NO KINKS OR SHARP BENDS

B.
LINKAGES


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR BENDS


OPERATION – NO BINDING

C.
COOLER LINES AND FITTINGS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR KINKS


LEAKS – FLUID – NONE PERMITTED

DRIVE SHAFTS

A.
FRONT SHAFT


U-JOINT CLAMPS – COMPLETE AND SECURED


CONDITION – NO CRACKS


VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 811













 812

 813
DRIVE SHAFTS – (CONT’D)

B.
REAR SHAFT


U-JOINT CLAMPS – COMPLETE AND SECURED


CONDITION – NO CRACKS

C.
UNIVERSAL JOINTS


CONDITION – NO PLAY


GREASE FITTINGS – INSTALLED, 


SECURED, AND GREASED

D.
SHAFT COUPLING AND CROSS BEARING


MOUNTING – COMPLETE AND SECURED


CONDITION – GREASED


BEARING STRAP (2) – COMPLETE AND SECURED

E.
CABLE ASSY – TRANSFER GUIDE


(FRAME TO TRANSMISSION CROSSMEMBER)


MOUNTING – COMPLETE AND SECURED

MID- FRAME SECTION

A.
FRAME RAILS AND CROSSMEMBERS AND


UNDERBODY


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS

B.
BODY MOUNTS


MOUNTING – COMPLETE AND SECURED

REAR AXLE ASSEMBLY

A.
GEARED HUBS


MOUNTING – COMPLETE AND SECURED


COTTER PINS AT BALL JOINTS AND TIE ROD ENDS –


COMPLETE AND SECURED


VENT LINE – SECURED, NO KINKS, BENDS, OR LEAKS


DRAIN PLUG – SECURED, NO LEAKS PERMITTED


SEALS – NO LEAKAGE PERMITTED


CONDITION – NO CRACKS OR BREAKS


OIL LEVEL – FULL (COLD – 1/2 INCH  BELOW FILL 


PLUG OR HOT – TO FILL PLUG) AND CLEAN


LEAKS – OIL – NONE PERMITTED


VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




 813






















 814


















REAR AXLE ASSEMBLY – (CONT’D)

B.
HALF SHAFTS


MOUNTING – COMPLETE AND SECURED


PLAY – NONE PERMITTED


RUBBER BOOTS – NO TEARS, LEAKS, OR


DETERIORATION

C.
DIFFERENTIAL HOUSING


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR HOLES


DRAIN PLUG – SECURED, NO LEAKS


SEALS – NO LEAKAGE


VENT LINE – SECURED, NO KINKS, BENDS, 


OR LEAKS


OIL LEVEL – FULL (OIL CAN BE FELT THROUGH


DRAIN PLUG AT FIRST JOINT IN FINGER) AND CLEAN


LEAKS – OIL – NONE PERMITTED

REAR BRAKE ASSEMBLY

A.
ROTOR


MOUNTING – COMPLETE AND SECURED


CONDITION – CLEAN, NO GROOVES, CRACKS, OR


WARPAGE

B.
CALIPERS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO LEAKS, CRACKS, OR BINDING


PADS – PRESENCE OF


CONDITION – CLEAN, FREE OF OIL, NO CRACKS

C.
BRAKE LINES, FITTING


MOUNTING – COMPLETE AND SECURED

 
CONDITION – NO CRACKS OR KINKS


LEAKS – FLUID – NONE PERMITTED

D.
BRAKE PROTECTION GUARD (REAR)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR DAMAGE


VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




 815





























816
PARKING BRAKE ASSEMBLY

A.
PARKING BRAKE CABLES AND ROD – 


LEFT AND RIGHT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO FRAYING, CUTS, BURRS, OR


SHARP EDGES – LUBRICATED


OPERATION – NO BINDING OR INTERFERENCE


CLIPS – COMPLETE AND SECURED


CLEVIS PINS – COMPLETE AND SECURED


CONDITION  - NO CRACKS, SPLITS, OR BENDS


COTTER PINS AND WASHERS – PRESENCE OF –


COTTER PINS UPSET


SNAP BUSHING – COMPLETE AND SECURED


SPACER – COMPLETE AND SECURED


CABLE RETAINING SPRING – COMPLETE AND 


SECURED


CUSHION CLIPS – COMPLETE AND SECURED

              CLAMPS – RETAINER CABLE – COMPLETE AND 


SECURED


PLASTIC CLIP – BOOT – COMPLETE AND SECURED


CONDITION – NO CRACKS OR SPLITS – NO


LOOSENESS

B.
REAR AXLE BRACKETS (2) – LEFT AND RIGHT


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR FRACTURES – NO


LOOSENESS

C.
REAR AXLE HOUSING


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS OR FRACTURES


LEAKS – OIL – NONE PERMITTED

REAR SUSPENSION

A.
LOWER CONTROL ARMS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS


RUBBER BUSHINGS – NO TEARS, RIPS, OR


DETERIORATION

B.
UPPER CONTROL ARMS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS


RUBBER BUSHING – NO TEARS, RIPS, OR


DETERIORATION


VISUAL

VIS/TACTILE

FUNCTIONAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 816

 817
REAR SUSPENSION (CONT’D)

C.
BALL JOINTS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO PLAY


GREASE FITTINGS – INSTALLED, SECURED,


AND GREASED


RUBBER BOOTS – NO TEARS, HOLES, OR


DETERIORATION

D.
SPRINGS


MOUNTING – SEATED PROPERLY


CONDITION – NO CRACKS OR SAGS

E.
RADIUS RODS


MOUNTING – COMPLETE AND SECURED


GREASE FITTINGS – INSTALLED AND


SECURED, GREASED


RUBBER BOOTS – NO CRACKS, RIPS, OR


DETERIORATION

F.
SHOCK ABSORBERS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR LEAKS


RUBBER BUSHINGS – NO TEARS, RIPS, OR


DETERIORATION

REAR FRAME SECTION

A.
FRAME RAILS, CROSSMEMBERS, AND UNDERBODY


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, HOLES, BENDS, 

              OR BAD WELDS

B.
BODY MOUNTS


MOUNTING – COMPLETE AND SECURED



VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 817

 818

 819
REAR FRAME SECTION – (CONT’D)

C.
TIE DOWN BRACKETS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS

D.
BODY WIRING ELECTRICAL HARNESS ASSY


WIRING – PROPERLY ROUTED


CONDITION – NO BARE WIRES, CRACKS, FRAYING,


OR CHAFING

UNDERBODY – HOSE LINES, FITTINGS, AND WIRES

             MOUNTING – COMPLETE AND SECURED, NO 

             INTERFERENCE WITH MOVING PARTS, PROTECTION

             FROM CHAFING

             CONDITION – NO BROKEN, LOOSE, OR WORN PIECES

EXHAUST

A.
HEADER PIPES


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR HOLES


LEAKS – EXHAUST – NONE PERMITTED

B.
INTERMEDIATE PIPE (CROSSOVER)


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR HOLES


LEAKS – EXHAUST – NONE PERMITTED

C.
MUFFLER AND CATALYTIC CONVERTER


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR HOLES


LEAKS – EXHAUST – NONE PERMITTED

D.
TAIL PIPE


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR HOLES


LEAKS – EXHAUST – NONE PERMITTED

E.
HEAT SHIELDS


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, BURRS OR SHARP EDGES


VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

AUDITORY

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




 820


 821


FUEL TANK

A.
TANK


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, OR HOLES


DRAIN PLUG – SECURED


LEAKS – FUEL – NONE PERMITTED

B.
LINES, HOSES, FITTINGS, FILLER PIPE


MOUNTING – COMPLETE AND SECURED


CONDITION – NO CRACKS, KINKS, OR HOLES


LEAKS – FUEL – NONE PERMITTED

PAINT

CONDITION – CORRECT COLOR, COMPLETE COVERAGE, NO RUNS, SAGS, ORANGE PEEL, PIN HOLES, OR THIN AREAS


VISUAL

VISUAL

VIS/TACTILE

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS






 900


 901








 902


























AREA NO. 9

ROAD TEST
ROAD TEST:  EACH VEHICLE OF EACH MODEL SHALL BE

ROAD TESTED FOR NOT LESS THAN ___ MILES.  THE VEHICLE

SHALL BE TESTED OVER PAVED SURFACE ROADS.  FAILURE

OF THE VEHICLE TO MEET THE REQUIREMENTS OF VISUAL EXAMINATIONS AND ROAD TESTS LISTED BELOW SHALL BE CAUSE FOR REJECTION.  ACCEPTANCE OF THE VEHICLE FOR GOVERNMENT TESTING SHALL DISCONTINUE UNTIL CORRECTIVE ACTION HAS BEEN TAKEN TO ELIMINATE THE DEFICIENCY/DEFICIENCIES.

NOTE:  ALL SAFETY CHECKS LISTED UNDER

             “INSTRUCTIONS TO INSPECTOR” SHALL BE 

             SATISFACTORILY COMPLETED PRIOR TO ROAD

             TEST.

NOTE:
BEFORE PERFORMING ALL TESTS AND CHECKS,


WIPE DOWN COMPONENTS WHERE GREASE, OIL,


OR DIRT COULD POSSIBLY FORM.

TEST MILEAGE


START OF ROAD TEST


RECORD__________________


END OF ROAD TEST


RECORD__________________

INSTRUMENT PANEL

A.
GAUGE OPERATION


(1)
ENGINE OIL PRESSURE 



6.2L NA SHALL NOT BE LESS THAN 10 PSI


(2)
SPEEDOMETER/ODOMETER  


(3)
FUEL


(4)
VOLTMETER (SHALL SHOW GREEN)  


(5)
ENGINE TEMPERATURE



(ASSURE ADEQUATE TEMPERATURE



IS REACHED TO ACTIVATE FAN CLUTCH)  


(6)
AIR CLEANER SERVICE INDICATOR



(SHALL SHOW YELLOW)                               
VISUAL

VISUAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 902


INSTRUMENT PANEL – (CONT’D)

B.
WARNING AND INDICATOR LIGHT OPERATION


(1)
INSTRUMENT PANEL LIGHTS


(2)
HIGH BEAM LAMP


(3)
PARKING BRAKE/BRAKE WARNING LAMP


(4)
LAMP WAIT TO START


(5)
TRANSMISSION INDICATOR LAMP


(6)
T-CASE LOCK INDICATOR LAMP

C.
CONTROL SWITCHES AND LEVER OPERATION


(1)
BATTERY – ON AND OFF   


(2)
T-CASE SHIFT AND TRANSMISSION SHIFTERS 


(3)
IGNITION – START - RUN 


(4)
BLOWER MOTOR – LOW AND HIGH


(5)
DEFROSTER


(6)
FRESH AIR INTAKE


(7)
HEATER CONTROL


(8)
WINDSHIELD WIPER & WASHER


(10) 
HAND THROTTLE-LOCK AND UNLOCK – 



CABLE MOVEMENT (IN AND OUT) 

D.
LIGHT SWITCH OPERATION


(1)
SERVICE LIGHTS



RIGHT FRONT



LEFT FRONT



RIGHT REAR (TAIL LIGHT)

                                                             
VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

VISUAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL






ITEM
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CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 902





















































INSTRUMENT PANEL – (CONT’D)

D.
LIGHT SWITCH OPERATION – (CONT’D)



LEFT REAR (TAIL LIGHT)



RIGHT FRONT SIDE MARKER



LEFT FRONT SIDE MARKER



RIGHT REAR SIDE MARKER



LEFT REAR SIDE MARKER


(2)
PARKING LIGHTS



 RIGHT FRONT



 LEFT FRONT



 RIGHT REAR



 LEFT REAR

               (3)
BLACKOUT DRIVE & BLACKOUT MARKER 


 (4)
BLACKOUT STOP LIGHT


 (5)
DIMMER SWITCH


 (6)
TURN SIGNALS – SHALL BE SELF 



CANCELING



RIGHT – FRONT, REAR



LEFT – FRONT, REAR



INTERIOR INDICATOR LAMP FLASHES

                             WHEN CORRESPONDING TURN SIGNAL IS IN



USE


VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

VISUAL




ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 902

 903

 904

 905

 906
INSTRUMENT PANEL – (CONT’D)

D.
LIGHT SWITCH OPERATION – (CONTD)


(7)
HAZARD WARNING LIGHTS



SWITCH ON AND OFF – INTERIOR



INDICATOR FLASHES WHEN IN USE


 (8)
BACKUP LAMPS 



ILLUMINATE WHEN GEAR SELECTOR LEVER



IS IN REVERSE

BRAKE PEDAL OPERATION

A.
EASE OF APPLICATION, NO BINDING

B.
RETURN TO POSITION

C.
SERVICE BRAKE LIGHTS


RIGHT REAR


LEFT REAR                                                                       

ACCELERATOR PEDAL OPERATION

A.
NO BINDING

B.
RETURN POSITION WITH NORMAL IDLE

STEERING AND HORN ASSEMBLY

A.
HORN OPERATION – FUNCTIONAL – AT FULL


RIGHT AND LEFT TURN – TONE

B.
STEERING OPERATION – TURN WHEEL FULL


RIGHT AND FULL LEFT – NO BINDING OR


INTERFERENCE

ENGINE PERFORMANCE

A.
IDLE                                                                                        

B.
UNUSUAL NOISE – IDLING – FULL SPEED –


NONE PERMITTED


VISUAL &

FUNCTIONAL

VISUAL &

FUNCTIONAL

FUNCTIONAL

VISUAL  &

FUNCTIONAL

VISUAL 

VISUAL

FUNCTIONAL

AUDITORY

FUNCTIONAL

FUNCTIONAL

VISUAL &

FUNCTIONAL

AUDITORY






ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS



 907

 908

 909

 910

 911
TRANSMISSION OPERATION

SHIFT CONTROL OPERATION (SHIFTING SHALL BE

UNRESTRICTED AND SMOOTH  IN EACH RANGE)

GEAR RANGES

1ST
2ND

DRIVE

NEUTRAL

REVERSE

TRANSFER CASE OPERATION 

SHIFT CONTROL OPERATION (SHIFTING SHALL BE

UNRESTRICTED AND SMOOTH  IN EACH RANGE)

HIGH LOCK

NEUTRAL

LOW LOCK 

PARKING BRAKE TEST  

APPLICATION OF THE BRAKE SHALL HOLD

VEHICLE MOTIONLESS ON A DRY, CONCRETE, 40 PERCENT

GRADE, HEADED UP AND DOWN

SERVICE BRAKE TEST

THE SERVICE BRAKES SHALL CONTROL, DECELERATE,

AND STOP THE VEHICLE WITHIN A MEASURED BRAKING

DISTANCE OF 25 FEET (7.6M) FROM A SPEED OF 20 MPH 

(32 KPH) ON A DRY, LEVEL, AND HARD SURFACE ROAD

REVERSE GEAR OPERATION

VEHICLES SHALL BE OPERATED THREE (3) TIMES IN

REVERSE GEAR FOR NOT LESS THAN 100 FEET EACH


FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL

FUNCTIONAL





ITEM
NO.

CHARACTERISTIC

INSPECTION
METHOD

SYMBOL

INSPECTORS
INITIALS




 912









913









































SELF CANCELING TURN SIGNAL

DURING THE ROAD TEST OPERATE THE TURN SIGNAL AND

TURN THE VEHICLE IN THE DIRECTION OF THE SIGNAL.

AFTER THE VEHICLE STRAIGHTENS OUT, THE TURN SIGNAL

SHALL SHUT OFF.  REPEAT IN THE OPPOSITE DIRECTION.

THE TURN SIGNAL SHALL SHUT OFF AFTER THE VEHICLE

STRAIGHTENS OUT.

LEAKS (NO LEAKAGE ALLOWED)

FOLLOWING FUNCTIONAL ROAD TEST, THE ENGINE COMPARTMENT, UNDERSIDE OF VEHICLE AND AXLES SHALL BE EXAMINED FOR LEAKS OF OIL, GREASE, OR FUEL


FUNCTIONAL

VISUAL



End Item Nomenclature
Insp. Date

USA or End Item Serial No.
Control No.

Item No.
Description of Deficiency
Insp Init
Corrective Action Taken
Insp Init
Eng Appvl
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