Solicitation W56HZV-12-R-0426 Industry Questions and Government Responses


1.  AMS 2753 Tempering, Stress Relief, and Nitrocarburizing Bath:

The steel used to fabricate is tempered per AMS 2753 and the Tempering, Stress Relief, and Nitrocarburizing temps in AMS 2753 to control part distortion will actually distort the part resulting in changes to the dimensions over tines.
Government Response: AMS 2753 Tempering, Stress Relief, and Nitrocarburizing Bath- AMS2759 specifies tempering temperatures, Stress Relief and Nitorcarburizing Bath is in accordance to AMS 2753.  Temperatures in AMS2759 are suggested only.
2.  Melonite Case Depth:

Drawing calls out a quality characteristic for case depth of Melonite; however, the Melonite spec has no specific case depth called out against which the characteristic can be measured.
Government Response: The QAP will be deleted in an upcoming ECP.

3.  File Hardness Check:  

QAP characteristic 301 (STM-1) calls out a hand file hardness check; however, certifiable hand files for this hardness check are no longer commercially available.  The QAP cannot be certified as required by the drawing in the absence of certifiable hand files.
Government Response: While it is acknowledged certified files can be difficult to obtain, this is a requirement of the TDP.

4.  48-Hour Salt Spray Test:
Drawing characteristic 302 (page 2) calls for 48-hour Salt Spray testing.  Should this 48-Hours Salt Spray Test requirement have been deleted when the drawing was changed from a phosphate protective coating to Melonite?  If the 48-Hour Salt Spray Test requirement is indeed required, has the Government performed this test to ensure that Melonite is capable of meeting a 48-Hour Salt Spray?
Government Response: Melonite is capable of exceeding this test.  Requirement will remain.
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