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	1.  PART OR DRAWING NO.   NOMENCLATURE
	2.  CODE INDENT
	3.  SPI NO.

	 6459187-200M1 Turret Bearing Catcher Ring Upgrade
	
	TBD

	4.  NATIONAL STOCK NO.     
	5.DATE OF DRAWING/SPI
	6.  REVISION  /  ERR NO.

	TBD
	2/29/2012
	A

	7.  QUP /  UNIT OF ISSUE
	8.  ICQ
	9. UNIT PACK WT. (LB) (0.0)

Approx 50lbs
	10. UNIT PACK CU  (CU. FT.)(0.000)
12
	11.  UNIT PACK SIZE  (INCHES)(00.0)
48 X 48 X 8

	1
	
	
	
	

	
	18.
STEPS
	19.
REQD
	20.
DESCRIPTION

	12.  MILITARY PRESERVATION
	
	
	

	MIL-STD-2073-1, METHOD 
	
	
	**all dimensions are in inches.

	13.  CLEANING
	
	
	

	     * NA
	
	
	

	14. DRYING
	
	
	

	    * NA
	
	
	

	15. PACKING
	
	
	

	a. LEVEL A
	
	
	

	MIL-STD-2073-1
	
	
	

	b. LEVEL B
	
	
	

	MIL-STD-2073-1
	
	
	

	16. MARKING
	
	
	

	[bookmark: Text87]MIL-STD-129      
	
	
	

	17.  NOTES/DRAWING
SPECIFICATIONS, STANDARDS AND DRAWINGS LISTED HEREON OF THE ISSUE IN EFFECT ON DATE OF INVITATION FOR BID FORM A PART OF THIS PACKAGING INSTRUCTION.  THE APPLICABLE GENERAL AND REFERENCED REQUIREMENTS OF SPECIFICATION MIL-STD-2073-1 FORM PART OF THESE INSTRUCTIONS.  UNLESS OTHERWISE SPECIFIED, MATERIALS WILL BE MINIMUM SIZE IN ACCORDANCE WITH MIL-STD-2073-1.   WEIGHTS AND SIZES ARE ESTIMATED AND MAY VARY SLIGHTLY. INTERMEDIATE PACKAGING AND PACKING WILL BE IN ACCORDANCE WITH SPECIFICATION MIL-STD-2073-1 OR AS OTHERWISE SPECIFIED HEREIN.

TOLERANCES SHALL BE IN ACCORDANCE WITH MATERIAL SPECIFICATIONS. INSPECTIONS, QUALITY PERFORMANCE AND TESTING REQUIREMENTS SHALL BE IN CONFORMANCE WITH APPENDIX G OF MIL-STD-2073-1, OR AS OTHERWISE SPECIFIED. 

KIT CONTENTS:

PACK NUM         PART NUM         CAGE        QUANTITY                                      DESCRIPTION











	WSC:                        ITEM SIZE:                          ITEM WEIGHT:                                     APPROVED:  



	
STATEMENT A, UNLIMITED
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	 17.  NOTES / DRAWINGS CONTINUED

A. Place turret catcher rings, nested together, within a crate of dimensions and specifications shown below.  Photo of crated kit shown on page 4 of this SPI:

1.  Wood plywood crate:
a.  Overall Dimensions:  48 x 48 x 8
b.  Plywood thickness:  ½ or 5/8
c.  2 “by” 4 wood blocks for bracing of rings (see photo).
d.  Reinforce inside corners of crate with vertically placed 2 “by” 4’s to support stacking of                                 several crates while in shipment and storage. (not presently shown in the photo)
e. Crate to be placed on 3 full length 3 x 3 skids to provide fork lift pockets.
f.  ALL WOOD USED MUST BE HEAT TREATED (STAMPED ‘HT’) AND CONFORM   WITH MIL-STD-2073-1.

2. Identification:  see final paragraph of this SPI for closure and identification.

3. Place turret catcher rings on a sheet of cardboard or closed cell sheet foam ¼ inch in thickness that covers the entire floor of the crate.

B.  Prepare the below listed hardware in accordance with the steps below:


           NSN                                P/N                             Description                             Quantity



1.  Each individual hardware type will be segregated in its own bag and will be packaged with a label containing P/N, Description and Quantity.  Label can be of adhesive type and attached to each hardware bag.  Individual hardware bag size varies.  Bag specification:  MIL-DTL-117, TYPE I, CLASS B, STYLE 2.
2. Take individual bags and place in flat box measuring no more than 4 inches in height overall and of sufficient width and length to contain all hardware originally shipped in the cube styled box.  Hardware to be transferred from cubed sized box from BAE into a flat, no more than 4 inch tall box to allow the overall crate height to be limited to 8 inches including 3 inch forklift skids and box crate.
3. Place box in the center of the crated, inside the turret catcher rings as indicated by the photo.
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	 17.  NOTES / DRAWINGS CONTINUED
C.  Prepare kit with the instructions contained within this SPI and according to the photo shown below:



 (
Corner blocks to brace rings.
)[image: C:\Users\terrence.e.mack\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.IE5\Z40T7KH2\MC910217009[1].png][image: C:\Users\terrence.e.mack\Pictures\2012-02-29 Turret Catcher\DSC07121.JPG]


D.  Prepare one INSTALLATION INSTRUCTIONS, by placing in a bag:                                    
      MIL-STD-117, TYPE I, CLASS B, STYLE 2; SIZE 9 x 12, 
      Place this bag next to the hardware box within the rings. 

E.  Prepare and seal the final carton.

1.  Bar Code, top level Kit NSN (if available), CAGE Code, P/N, Nomenclature, QTY 1 Kit, Date Packed (Mo/Yr).
2. Affix provided colored octogon ‘MRAP’ sticker label on crate top and 2 adjacent sides.
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