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VEHICLE RECOVERY KIT
THE VEHICLE RECOVERY KIT SHALL BE PROVIDED WITH ALL NEW PARTS, ALL MANUFACTURER’S STANDARD EQUIPMENT, AND PROVIDE THE FOLLOWING MINIMUM FEATURES AND CAPABILITIES:
1. CONFIGURATION
1.1. The Vehicle Recovery Kit shall contain: 
1.1.1. Two  truck tire seal inflation kits
1.1.2. One solar road warning light, magnetic, red, rotating (Lumastrobe type SLX-15)
1.1.3. Two flashlights, LED 3-Cell D, (Maglite type) 
1.1.4. One tow rope (polyester, 9 m long, 13.6 ton capacity)
1.1.5. One sand ladder set (set of two aluminum ladders, each 1.5 m length)
1.1.6. Two tow shackles,10 ton (9,072 kg) capacity each
1.1.7. One set of jumper cables (10 GA, 12 ft. (3.7 m) length)
1.1.8. One 2 lb. ( .91 kg) ball-peen hammer

1.1.9. One tire air pressure gauge suitable for cars & trucks (0 -150 psi) 
1.1.10. One jack (Torin 48 in., 3.5 ton capacity)
1.1.11. One RFID tag (per MIL-STD-129P w/change #4)
2. FEATURES
2.1. Language requirements:

2.1.1. Manual(s) shall be provided written in English.

2.1.2. Any applicable warning/instruction labels provided on the vehicle recovery kit shall be written in English, or in universal symbols where appropriate.
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