3 (@Perkins Engine Specification
o
(Q\
> Engine Series: 1100 Series
m Engine Type: 1106C-E60TA
S Engine Number: VK38244
c
@© Options:
-
e0) Rated Speed AE522 129 kW (173 BHP) 2200 RPM
— Rating Group AGO004 High ECM - AE505, AE509, AE518, AE522
An., Transmission B000O Not Required
= Flywheel, Housing & Fixings C0001 No 3 SAE 156.4mm (6.16in) RHS Starter Motor
o Flywheel, Starter Ring & Fixings D0063 For customer transmissions
O Starter Motor & Fixings E0131 Denso R4.5 24v 4.5 kW rhs
L Fan Drive & Fixings F0021 Height 262 mm - Ratio 1.25:1
P_u Lub Oil Sump G0005 Rear Well-Aluminium - Short Dipstick LHS
o) Lub Oil Filler & Breathers 2 Top Cover Centre Filler - DRAWING ONLY
o Lub Oil Filter & Cooler J0121 Twin Horizontal Down LHS with Cooler
— Crankshaft Pulley K0007 3-Groove Pulley 200mm dia & Damper
— Water Outlet Connections L0052 Horizontal LHS
(- Fan, Spacer & Fixings M4328 559mm (22in) Puller, 10 Blade - 103mm Extension
o Alternator, Brackets & Fixings NO151 Denso A127i, 24v 55A
._nw. Fan Drive Adapter P0000 Not Required
o Gear Driven Power Take-Off Auxiliary Q1023 Compressor, 225cc with SAE flange, head unload
= Balancer R0000 Not Required
O Turbochargers, Manifolds, Air Cleaners & Fixings S1151 Side Mtg. RHS - Rearward - Outlet Up
) Induction Manifolds & Air Cleaners T1040 Front intake, connection 45 deg up LHS
Q Fuel Filters & Piping V3001 Spin-on filter - LHS, high rear
N Cold StartAid  W0001 Thermostat 12v / 24
o Lifting Eyes X0001 Front LHS - Rear Right
S Lacquer - Paint Y0000 Lacquer
(@) Engine Mountings ZC000 Not Required
_._nu_ Heater / Starter Switch ZE000 Not Required
Lub Oil Pressure Switch ZJ000 Not Required
2] Water Temperature Switch ZL000 Not Required
= Wiring Harness ZN0O1 Wiring harness with diagnostic connector - low ECM
m Fuel Pre-Filter ZV000 Not required
() Labels ZY001 Emissions label LHS
o Cab Heater Connections ZZ002 Supplied
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