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14 PASSENGER VAN

THE VEHICLE SHALL BE PROVIDED WITH ALL NEW PARTS, THE MANUFACTURER’S STANDARD EQUIPMENT, AND THE FOLLOWING MINIMUM EQUIPMENT AND CAPABILITIES:

1. CONFIGURATION
1.1. The vehicle shall be a 4x2, 14 passenger (driver plus 13 passengers) van.
1.2. The vehicle shall be a 2014 model year or later, with no more than 100 miles (161 km) on the odometer.
2. EQUIPMENT
2.1. The vehicle shall be equipped with all of the standard equipment available.
2.2. Front and rear tow hooks shall be provided for vehicle recovery.

2.3. All-weather floor mats shall be provided.

2.4. Power seats, power windows, and power door locks shall be provided.

2.5. The vehicle shall be provided with deep tinted glass.

2.6. Front and rear anti-sail mud flaps shall be provided.

2.7. The vehicle shall be provided with air conditioning.

3. ENGINE

3.1. The vehicle shall be equipped with a diesel engine capable of long-term operation using the diesel fuel available in Antigua and Barbuda.

4. TRANSMISSION
4.1. The vehicle shall be provided with a manual or automatic transmission and 2-wheel drive.

5. Steering
5.1. The vehicle will be right-hand drive.

6. WHEEL ASSEMBLY (TIRE AND WHEEL)
6.1. The vehicle shall be provided with radial tires.

6.2. The vehicle shall be provided with a full size spare tire.

7. ELECTRICAL SYSTEM

7.1. The vehicle shall be provided with a 20 amp circuit to power a man-portable Harris radio.

8. COLOR
8.1. The exterior color of the vehicle shall be dark blue.
9. Interior

9.1. The vehicle interior shall be black and have black fabric seats. Dark gray fabric seats are acceptable if black is not available.

10. RADIO FREQUENCY IDENTIFICATION (RFID) TAGS
10.1. Each vehicle or item and associated lot of spares shall be tagged with a removable active RFID data rich tracking tag, specifically designated as either:

1.1.1.  Savi ST-654-001 (NSN 6350-01-523-1998)

1.1.2.  Identec I-Q310 DRT 

1.1.3.  Savi ST-654-031

1.1.4.  Evigia EV3-DRT

10.2. The active RFID tag shall have at least 128 Kbytes of memory.

10.3. The active RFID tag shall be compliant with ANSI standards or ISO 18000/7.

10.4. The tag shall be located on the exterior front of the vehicle or item and for the spares the tag shall be located on the pallet or container. 

10.5. The tag shall be securely affixed to the vehicle or item with two or more plastic cable ties. 

10.6. The tag data and electronic data field format shall be in accordance with specifications established by Joint Total Asset Visibility (JTAV) version 2.0, section 3.4.1 “Commodity Item Database Format”  with the following clarifications:

1.1.5. The “document field” titled “DOCUMENT” shall be the document number (e.g. “milstrip”) as specified by the Government procuring agency. 

1.1.6. The “MISC1” field shall be the item serial number, if available. 

1.1.7. The “MISC2” field shall be used for user comments (e.g. contract number).  
1.1.8. The JTAV - V2.0 data format specification is available at: http://www.ndia.org/Divisions/Divisions/Logistics/Documents/Content/ContentGroups/Divisions1/Logistics/4RF_Tag_Data_Specification_V2.pdf
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