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Attachment 002
Modernized Expanded Capacity Vehicle -
Survivability (MECV-S) 
Government Acceptance Criteria

Vehicle Readiness Board (VRB) and
Inspection
26 October 2012
MECV-S Checklist – (One per vehicle)
INITIAL INSPECTION

VEHICLE DATA

VEHICLE SERIAL NO.

______MFG. VEHICLE NO






ENGINE SERIAL NO.


TRANSMISSION SERIAL NO






TRANSFER TRANSMISSION SERIAL NO.









CONTRACTOR



CONTRACT NO.







CONTRACTOR’S ON SITE REPRESENTATIVE


_________________  
CREW PROTECTION LEVEL INSTALLED:    B KIT__________________

INSPECTED  BY (GOVERNMENT)





DATE





ATC VEHICLE DESIGNATION_______________________

INSTRUCTIONS TO INSPECTOR

AFTER THE VEHICLE HAS BEEN SUBMITTED BY THE CONTRACTOR FOR ACCEPTANCE, THE GOVERNMENT INSPECTOR SHALL DETERMINE ITS READINESS FOR ACCEPTANCE BY PERFORMING THE FOLLOWING CHECKS.   acceptance will take place after successful completion of the Vehicle Readiness Board.  DD250 WILL BE ISSUED UPON COMPLETION OF THIS CHECK LIST AND SUCCESSFUL COMPLETION OF THE VEHICLE READINESS BOARD.  
VEHICLE INSPECTION 

______  a.  4 DOORS AND GUNNER’S STATION PRESENT

______ b.  INTEGRATED GUNNER’S STATION MANUALLY TRAVERSEABLE AND OPERATES PER ATTACHMENT 001, 2d.
______ c.  GPK INSTALLED, AND HATCH OPERABLE PER ATTACHMENT 001
______ c.  GUNNER’S STATION AND ROOF ABLE TO ACCOMODATE LOADING (PUT 1200 LBS OF WEIGHT INTO GPK, MANUALLY TRAVERSABLE, NO MORE THAN 1” ROOF DEFLECTION)
______ d.  GUN RING HEIGHT LESS THAN OR EQUAL TO 90” (SEE C.2.2.6)
______ e.  GUNNER’S RESTRAINT AND SEAT PRESENT AND OPERATIONAL

______ f.  GUNNER’S PLATFORM OPERATIONAL PER ATTACHMENT 001
______ g.  SEATS INSTALLED AND OPERATIONAL PER ATTACHMENT 001
______ h.  SEAT BELTS ANCHORED AND OPERATIONAL PER ATTACHMENT 001
______ i.  WHILE SEATED IN CREW SEAT,  ABLE TO SEE THROUGH TRANSPARENT ARMOR PER ATTACHMENT 001, 1. b.                                                                      

______ j.  BASE CAB AND B-KIT PROTECTION INSTALLED AND FUNCTIONAL PER ATTACHMENT 001
______ k.  CREW COMPARTMENT EXTERIOR PAINTED WITH CARC; INTERIOR UTILIZES UNITED LABORATORIES 94 MATERIALS (INSPECTION AND CONTRACTOR CERTIFICATION)

______ l.  DOORS AND LATCHES OPERATE PER ATTACHMENT 001
______m.  EMERGENCY EGRESS PROVISION COMPATIBLE AND OPERABLE WITH EMERGENCY INGRESS TOOL

______ n.  CREW EXTRACTION BRACKET PRESENT

______ o.  INDEPENDENT EMERGENCY EGRESS ROUTE PRESENT AND OPERATIONAL
______ p.  ALL TIRES PROPERLY INFLATED PER TIRE AND RIM ASSOCIATION RECOMENDATIONS AND FREE FROM DAMAGE. 
______ q.  FLUIDS REMOVED
______  r.  FUEL TANK INSTALLED (HOSES AND CONNECTIONS OPTIONAL) AND BATTERY SPACE CLAIM PRESENT
______ s.  FENDER, HOOD, GRILLE, CARGO BED PRESENT AND ATTACHED

______ t.  ROLLING CHASSIS MANUALLY STEERABLE

_____ u.  LIFTING AND TOWING PROVISIONS PRESENT AND MARKED
_____ v.  VEHICLE HAS REPRESENTATIVE MASSES AND MATERIALS ATTACHED FOR MISSING COMPONENTS, AND PROPERLY WEIGHTED PER C.2.2.5.

_____ w.  RADIO RACK PRESENT

_____ x.  MEETS REQUIREMENTS OF C.2.2.2.
_____ y.  FOR 2ND MECV-S System, IS IN THE SAME CONFIGURATION AS THE 1ST DELIVERED MECV-S SYSTEM
_____ z.  COMPONENTS LISTED IN C.2.2.4 PRESENT AND INSTALLED

MECV-S Vehicle Readiness Board (VRB), reference Section C.4.2
The VRB will be conducted after the initial inspection of each MECV-S system.  Minutes will be taken by the Contractor, and a record of the meeting maintained.  At the VRB, the following will be reviewed by the Government and Contractor:
a. Inspection checklists have been successfully completed and issues satisfactorily resolved.  Contractors will present DD250s for each MECV-S system for Government completion.
b. Contractor shall provide the Government a briefing on the design features of the MECV-S system (first VRB only – CDRL A001)

c. Test Events and Schedule will be reviewed.  
The meeting minutes will be generated (CDRL A004), reviewed by both Contractor and Government, and approved by the Government.    
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