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Vibratory Plate Compactor – Technical Information Questionnaire
The following Technical Information Questionnaire (TIQ) is intended to determine whether the proposed Vibratory Plate Compactor (VPC) is technically acceptable and is capable of meeting the performance requirements outlined in the Solicitation. Failure to provide a response to every question listed in this TIQ may result in the rejection of the offeror’s proposal. Every question answered must be supported with substantiating data. Substantiating data can be in the form of test reports or contractor certifications.

Please answer every question below indicating via an ‘X’ in the “Yes” or “No” column.    Substantiating records shall also be provided along with this completed TIQ document.

	Item #
	Yes
	No
	

	Overall
	
	
	Does the product offer all of the capabilities and requirements as described below?

	1
	
	
	Able to be operated by one person without causing injury to the soldier.

	2
	
	
	Capable of compacting a 6300 sq. ft. area in 1 hour.

	3
	
	
	Capable of compacting both asphalt and soil.

	4
	
	
	Operate in all weather conditions and in temperatures ranging from 32 degrees F to hot climate conditions of 120 degree F.

	5
	
	
	Painted with Chemical Agent Resistant Coating (CARC) (MIL-DTL-53072)

	6
	
	
	Available water tank with a minimum capacity of 6 qts.

	7
	
	
	Engine runs on JP-8 fuel (MIL-DTL-83133) and DF-2

	8
	
	
	Equipped with proper tie downs and slinging provisions.  Tie down provisions for any VPC with a unit weight in excess of 500 lbs shall conform to MIL-STD-209K.

	9
	
	
	Reversible VPC.
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